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14 W Kemp Ave                                            

Watertown, SD 57201 

(605) 884-7090  

www.teamtsp.com 

 

 

 
Issued: March 14, 2024 

Bids Due: March 19, 2024  

Project Name: City of Watertown, New City Hall Renovation and Addition 

TSP Project No: 09201051 

 

The following changes or modifications are to be incorporated into and become a part of the Contract 
Documents.  The Bidder shall note receipt and make acknowledgement of this Addendum on the Bid Proposal, 
incorporating these provisions in the bid. 

 

GENERAL: 

ITEM NO 1:  A Plan holder List has been included as part of this addendum containing the plan holders known 
to TSP at this time. 

ITEM NO 2:  Q: Is a dry fire sprinkler system needed for the building? 

A: No, all attic spaces are warm with the insulation at the roof line.  

 

PRODUCT APPROVALS: 

The following manufacturers and products have been approved for bidding.  Final acceptance is contingent upon 
receipt and approval of final shop drawings/submittals.  Manufacturers shall conform to all warranties, 
performances, sizes, materials, etc. as the item specified.  The burden of proof of the merit of the proposed 
substitution is upon the proposer. 

SECTION ITEM DESCRIPTION MANUFACTURER 

08 71 00 Door Hardware Ives hinges, Von Duprin EPT, Schlage 
locks, Von Duprin exits, LCN closers 

09 30 13 Grout TEC 

22 40 00 Plumbing Fixtures – Flush Valves American Standard 

23 33 00 Air Duct Accessories – Dampers Air Balance, Inc.  

23 34 23 HVAC Power Ventilators Aerovent 

23 37 25 Intake and Relief Louvers Air Balance, Inc 

23 81 28 Duct Free Split System Air Conditioners Samsung 

SHEET   

SP201 Bench DuMore, Inc. 
Model: 160 Series 

SP201 Trash Receptacle DuMore, Inc. 
Model: 84-32 w/CVR-30-BT 

SP201 Bench SiteScapes 
Model: WP1-1000 
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SP201 Trash Receptacle SiteScapes 
Model: CV2-2001 w/dome cover 

 

SPECIFICATION MANUAL: 

ITEM NO 1:  Section 00 41 13, Bid Form:   

• Remove existing and insert the provided Bid Form. 

ITEM NO 2:  Section 01 23 00, Alternates:   

• Remove existing and insert the provided Section. 

ITEM NO 3:  Section 05 58 13, Column Covers:   

• 2.1.A Add the following 
8.  AIC Millworks, Round Fluted Aluminum Column Wrap 

ITEM NO 4:  Section 007300.a, A201-2017 – General Conditions of the Contract for Construction 

• Delete Article 11.2 Owner’s Insurance 

ITEM NO 5:  Section 07 46 16, Aluminum Soffits:   

• Add the provided Section. 

ITEM NO 6:  Section 07 91 00, Preformed Joint Seals:   

• Remove section in its entirety. 

ITEM NO 7:  Section 08 52 00, Wood Windows:   

• 2.3.E.1.a  Change to read as follows: 
“a.  Tint:  Clear.  Provide Spandrel at “SIM” condition. 

 

DRAWINGS: 

ITEM NO 1:  Drawing L-101, Planting Plan: 

• Remove sheet and replace with the attached revised drawing sheet. 

• Updated to clarify work associated with Alternate #1. 

ITEM NO 2:  Drawing S-101, Addition Foundation & Framing Plans: 

• Remove sheet and replace with the attached revised drawing sheet. 

• Updating details A1 and B2. 

ITEM NO 3:  Drawing S-501, Alternate #1 Plans, Structural Details & Schedules: 

• Remove sheet and replace with the attached revised drawing sheet. 

• Add floorplan C3. 

ITEM NO 4:  Drawing A-001, Construction Types: 

• WE1.  Batt Insulation.  MIN R-19 

• WB1.  Batt Insulation.  MIN R-19 
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• R1.  Clarification.  Class I vapor retarder is poly product specified under 07 26 00. 

ITEM NO 5:  Drawing AD101, Demolition Floor Plan: 

• Remove sheet and replace with the attached revised drawing sheet. 

• Updating keynotes 

ITEM NO 6:  Drawing AP101, Floor Plans: 

• Remove sheet and replace with the attached revised drawing sheet. 

• Keynote 23.  Clarification.  The intent is to replace the existing wood panel infill in the 
VEST with the PT4 tile panel as is used in the new construction detailing in the LOBBY. 

ITEM NO 7:  Drawing A-201, Exterior Elevations: 

• Keynote 19.  Add “…6”.  Locate in transom.”  at end of note.   

• Keynote 20.  Add “…6”.  Locate in transom.”  at end of note.   

ITEM NO 8:  Drawing A-202, Exterior Elevations and Sections - Addition: 

• Keynote 6.  Add “…6”.  Locate in transom.”  at end of note.   

ITEM NO 9:  Drawing A-403, Interior Elevations: 

• Remove sheet and replace with the attached revised drawing sheet. 

• Updating finish notes. 

ITEM NO 10:  Drawing A-501, Details: 

• Remove sheet and replace with the attached revised drawing sheet. 

• Updating drawing names. 

ITEM NO 11:  Drawing A-601, Door Schedule and Details: 

• Remove sheet and replace with the attached revised drawing sheet. 

• Updating Schedule and details. 

ITEM NO 12:  Drawing A-602, Room Finish Schedule & Signage: 

• Remove sheet and replace with the attached revised drawing sheet. 

• Updating Room Finish Schedule and Finish Key. 

• B1 & B2.  Clarification.  The intent is to price out the product specified in the smallest 
available width for the windows that are 14 inches wide. 

 

ATTACHMENTS: 

• Planholder List 

• Specification Sections: 00 41 13, 01 23 00, 07 46 16 

• Drawings: L-101, S-101, S-501, AD101, AP101, A-403, A-501, A-601, A-602 

 
END OF ADDENDUM 
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March 14, 2024 RE:   Watertown City Hall Renovation 

City of Watertown 
  Watertown, South Dakota 
  TSP Project No.  09201051 
   
Bid Date/Time:  Tuesday, March 19, 2024 at 3pm local time 
 

CONTRACTORS   

Zach Zingmark 
Hegg Construction 
605-270-7718 
zzingmark@heggconstruction.com  

Jordan 
Peska Construction 
jordan@peskaconstruction.com 
Adam Meyer 
adam@peskaconstruction.com  
605-334-0173 
 

Dustin Brownell 
Gray Construction 
605-886-3102  
dustin@grayconstruct.com  
 

Mike Keller 
Kyburz-Carlson Carlson Construction Co. 
mkeller@kyburzcarlson.com  
605-225-6161 
 
Brandon Pietz 
605-225-6161 
bpietz@kyburzcarlson.com  
 

Chad Huff 
Huff Construction 
Chad@huffconstructioninc.com 
605-226-0052 
 
Brett Andrews 
605-377-0259 
brett@huffconstructioninc.com  
 
Greg Zens 
605-290-4527 
greg@huffconstructioninc.com  
 

Jason 
Catalyst Construction 
jvanmeveren@catalystbuilds.com 
605-443-1232 
 
Alexis Purvis 
apurvis@catalystbuilds.com 
605-237-4729 
 

Alison Eickmeyer 
Journey Construction 
605-868-1367 
aeickmeyer@journeyconstruction.com 

Nathan Reichert 
Lloyd Companies 
505-382-9680 
Nathan.reichert@lloydcompanies.com  
 

Chris Rans 
Sunkota Construction 
605-338-9110 
chris@sunkotaconstruction.com  
 

Kevin Olney 
Sunkota Construction 
605-338-9110 
kevin@sunkotaconstruction.com  
 

Zane Tellinghuisen 
Tellinghuisen Construction 
605-881-2075 
zanet@tellinghuisen.com  
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SUBCONTRACTORS   

Scott Snoozy 
Comfort Plus Heating & Air Inc 
605-881-0796 
Scott.snoozy7@gmail.com 

DJ York 
Duane’s Floorcovering 
605-886-4932 
dj@duanesfloorcovering.com  
 

Neil Jensen 
Montgomery’s 
605-868-0385 
n.jensen@montgomerys.com 
 

Chris Weiszhaar 
Western States Fire Protecting 
605-216-1342 
Chris.weiszhaar@wsfp.us  

Derrick Nelson 
Cashway Lumber 
605-310-9403 
derricknelson@cashwayhomes.com  
 

Jake Reiffenberger 
Larry’s Lumber 
605-881-0315 
jake@larryslumber.com  
 

Austin Konold 
Muth Electric 
605-381-6060 
akonold@muthelectric.com  
 

Cooper Schaefbauer 
Muth Electric 
605-881-9403 
cschaefbauer@muthelectric.com  
 

Jerry Zutz 
Geotek 
605-335-5512 
jzutz@geotekeng.com  
 

Rich Koehn 
Protec Roofing 
605-237-1001 
rkoehn@tectaamerica.com  

Seth Owen 
Seth’s Scapes, LLC 
605-237-0625 
sethsowen@gmail.com  
 

Hunter Foley 
Caliber 
605-868-0344 
hunter@constructsd.com  
 

Ken Meyer 
East River 
605-690-7281 
ken@eastriverusa.com  
 

Kurt Thompson 
Efraimson Electric 
605-868-2426 
estimator@efraimsonelectric.com  

Tom Lieffort 
Leifford Painting 
605-881-6324 
tjlieffort@wat.midco.net  
 

  

  

 

OTHER  

Kathie Palmquist 
Assa Abloy 
612-619-8007 
Katherine.palmquist@assaabloy.com 
 

Lyle Pudwill 
Confluence 
lpudwill@thinkconfluence.com 
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PLAN ROOMS  

Aberdeen Builders Exchange 
Sherri (605) 290-4210 
dakotabuild@midconetwork.com  
 
 
 
 
 

Ms. Kasi Kuiper 
Construction Industry Center 
Plan Room Administrator 
2771 Plant Street – P.O. Box 1227 
Rapid City, SD  57702 – 57709 
P: 605-343-5252 – F: 605-343-4591 
kasi@constructionindustrycenter.com 

Michelle Gonzales 
Administrative Assistant | Lincoln Builders Bureau 
5910 S 58TH Street, Suite C | Lincoln, NE 68516 
p: 402.421.8332 | f: 402.421.8334 
mgonzales@buildersbureau.com  
 

Plains Builders Exchange 
220 N Kiwanis Ave 
Sioux Falls SD 57104 
605-334-8886 
info@plainsbuilders.com  

Fargo Moorhead Builders Exchange 
info@fmbx.org  

ConstructConnect 
Gina.cruz@constructconnect.com  
513-458-5799 
 

Dodge Data & Analytics 
T (413) 507-3174 |  F 413-247-4968  
E  milica.yurong@construction.com 
Dodge Data & Analytics 
Arlington, Tx 76018 
 

Sioux Falls Builders Exchange 
1418 C Ave 
Sioux Falls SD 57104 
Phone: (605) 357-8687 
Fax: (605) 357-8655 
info@sfbx.com  
 

Master Builders of Iowa 
903 6th St 
Sioux City IA 51101 
Phone: (712) 255-9533 
Mbiplanroom-dsm@mbi.build 

Lincoln Builders Bureau 
5910 S. 58th St, Suite C 
Lincoln, NE 68516 
Phone: (402) 421-8332 
Fax: (402) 421-8334 
info@buildersbureau.com  
 

Minnesota Builders Exchange 
1123 Glenwood Ave 
Minneapolis MN 55405-1431 
Phone: (612) 381-2620 
Fax: (612) 381-2621 
projects@mbex.org  
 

Construction Industry Center 
2771 Plant St 
Rapid City SD 57702 
(605) 343-5252 
cic@constructionindustrycenter.com 
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 DIVISION 00 – PROCUREMENT AND CONTRACTING REQUIREMENTS 
 
 SECTION 00 41 13 
 BID FORM – STIPULATED SUM (SINGLE-PRIME CONTRACT) 
 

TSP, Inc. © 00 41 13 - 1/2 09201051 
RAH Construction Documents – Addendum 4 03/14/2024 

1.1 BID INFORMATION 
A. Bidder: ____________________________________________________. 
B. Project Identification: New City Hall Renovation and Addition 
C. Project Location: 20 N Maple, Watertown, SD 57201. 
D. Owner: City of Watertown, SD, Box 910, 23 2nd St NE, Watertown, SD 57201. 
E. Owner Project Number:  2035 
F. Architect: TSP, Inc. 14 W Kemp, Watertown, SD 57201. 
G. Architect Project Number: 09191032. 

1.2 CERTIFICATIONS AND BASE BID 
A. Base Bid GC1, Single-Prime (All Trades) General Construction Contract: The undersigned 

Bidder, having carefully examined the Procurement and Contracting Requirements, Conditions 
of the Contract, Drawings, Specifications, and all subsequent Addenda, as prepared by TSP, 
Inc. and Architect's consultants, having visited the site, and being familiar with all conditions and 
requirements of the Work, hereby agrees to furnish all material, labor, equipment and services, 
including all scheduled allowances, necessary to complete the construction of the above-named 
project, according to the requirements of the Procurement and Contracting Documents, for the 
stipulated sum of: 
1. ________________________________________________Dollars ($______________). 

 
B. Base Bid AA1, Single-Prime (All Trades) Asbestos Abatement Contract: The undersigned 

Bidder, having carefully examined the Procurement and Contracting Requirements, Conditions 
of the Contract, Drawings, Specifications, and all subsequent Addenda, as prepared by Geotek, 
Inc., having visited the site, and being familiar with all conditions and requirements of the Work, 
hereby agrees to furnish all material, labor, equipment and services, including all scheduled 
allowances, necessary to complete the abatement of the above-named project, according to the 
requirements of the Procurement and Contracting Documents, for the stipulated sum of: 
1. ________________________________________________Dollars ($______________). 
2. Submit the form included under Section 02 82 13 Asbestos Abatement. 

1.3 SCHEDULE OF ALTERNATES 
A. Alternate No. GC1-1:  Enclose under the existing drive-thru canopy. 

1. ADD____ DEDUCT____ NO CHANGE____ NOT APPLICABLE____. 
2. ________________________________________________Dollars ($______________). 

B. Alternate No. GC1-2:  Remove South Vault Door. 
1. ADD____ DEDUCT____ NO CHANGE____ NOT APPLICABLE____. 
2. _______________________________________________Dollars ($______________). 

1.4 BID GUARANTEE  (GC1 ONLY) 
A. The undersigned Bidder agrees to execute a contract for this Work in the above amount and to 

furnish surety as specified within 10 days after a written Notice of Award, if offered within 60 
days after receipt of bids, and on failure to do so agrees to forfeit to Owner the attached cash, 
cashier's check, certified check, U.S. money order, or bid bond, as liquidated damages for such 
failure, in the amount according to the Instructions to Bidders: 
1. ________________________________________________Dollars ($______________). 

B. In the event Owner does not offer Notice of Award within the time limits stated above, Owner 
will return to the undersigned the cash, cashier's check, certified check, U.S. money order, or 
bid bond. 

1.5 SUBCONTRACTORS AND SUPPLIERS  (GC1 ONLY) 
A. The following companies shall execute subcontracts for the portions of the Work indicated: 

1. Concrete Work:                    
2. Civil Work:                     
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3. Masonry Work:                     
4. Carpentry Work:                    
5. EIFS Work:                      
6. Roofing Work:                     
7. Plumbing Work:                    
8. HVAC Work:                     
9. Electrical Work:                    

1.6 SITE VISIT  (GC1 and AA1) 
A. The undersigned Bidder identifies that the following representative has visited the site on the 

date and time as completed herein. 
1. Representative:                    
2. Date:                      
3. Time:                      

1.7 TIME OF COMPLETION 
A. The undersigned Bidder proposes and agrees hereby to commence the Work of the Contract 

Documents on a date specified in a written Notice to Proceed to be issued by Architect and 
shall achieve Substantial Completion as noted herein. 
1. GC1 Work:  Substantial Completion on or before May 1, 2025 and Final Completion on or 

before June 1, 2025.  Final Completion shall be no greater than 30 calendar days 
after Substantial Completion unless otherwise modified in the Contract. 

2. AA1 Work:  Substantial Completion on or before June 15, 2024. 

1.8 ACKNOWLEDGEMENT OF ADDENDA  (GC1 and AA1) 
A. The undersigned Bidder acknowledges receipt of and use of the following Addenda in the 

preparation of this Bid: 
1. Addendum No. 1, dated ____________________. 
2. Addendum No. 2, dated ____________________. 
3. Addendum No. 3, dated ____________________. 
4. Addendum No. 4, dated ____________________. 

1.9 CONTRACTOR'S LICENSE 
A. The undersigned further states that it is a duly licensed contractor, for the type of work 

proposed, in the City of Watertown, South Dakota and that all fees, permits, etc., pursuant to 
submitting this proposal have been paid in full. 

1.10 SUBMISSION OF BID 
A. Respectfully submitted this ____ day of ____________, 2022. 
B. Submitted By: _______________________________________ (Name of bidding firm or 

corporation). 
C. Authorized Signature: ___________________________________ (Handwritten signature). 
D. Signed By: ______________________________________________ (Type or print name). 
E. Title: __________________________________ (Owner/Partner/President/Vice President). 
F. Witness By: ___________________________________________ (Handwritten signature). 
G. Attest: _______________________________________________ (Handwritten signature). 
H. By: ___________________________________________________ (Type or print name). 
I. Title: ________________________________ (Corporate Secretary or Assistant Secretary). 
J. Street Address: ___________________________________________________________. 
K. City, State, Zip: __________________________________________________________. 
L. Phone: _________________________________________________________________. 
M. License No. :____________________________________________________________. 
N. Federal ID No. :____________________________________ (Affix Corporate Seal Here). 

END OF DOCUMENT 00 41 13 
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 ALTERNATES 
 

TSP, Inc. © 01 23 00 - 1/2 09201051 
RAH Construction Documents – Addendum 4 03/14/2024 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 
A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 
A. Section includes administrative and procedural requirements for alternates. 

1.3 DEFINITIONS 
A. Alternate: An amount proposed by bidders and stated on the Bid Form for certain work defined 

in the bidding requirements that may be added to or deducted from the base bid amount if the 
Owner decides to accept a corresponding change either in the amount of construction to be 
completed or in the products, materials, equipment, systems, or installation methods described 
in the Contract Documents. 
1. Alternates described in this Section are part of the Work only if enumerated in the 

Agreement. 
2. The cost or credit for each alternate is the net addition to or deduction from the Contract 

Sum to incorporate alternates into the Work. No other adjustments are made to the 
Contract Sum. 

1.4 PROCEDURES 
A. Coordination: Revise or adjust affected adjacent work as necessary to completely integrate 

work of the alternate into Project. 
1. Include as part of each alternate, miscellaneous devices, accessory objects, and similar 

items incidental to or required for a complete installation whether or not indicated as part 
of alternate. 

B. Execute accepted alternates under the same conditions as other work of the Contract. 
C. Schedule: A schedule of alternates is included at the end of this Section. Specification Sections 

referenced in schedule contain requirements for materials necessary to achieve the work 
described under each alternate. 

PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION 

3.1 SCHEDULE OF ALTERNATES 
A. Alternate No. 1:  Enclose under the existing drive thru canopy. 

1. Base Bid: Complete modifications as indicated on Drawings and as specified   
2. Alternate: Provide foundation, exterior wall assemblies, overhead doors, insulation, 

drains, heating, power, and other assemblies and adjustments as indicated on the 
Documents.  

B. Alternate No. 2:  Remove the existing vault door. 
1. Base Bid: At the main vault door at the south end of the building. 

a. Leave existing door assembly in place. 
2. Alternate:  

a. AD101.  Remove door assembly (keynote 46) and provide jamb infill and 
door 023 as shown in the Documents 

END OF SECTION 01 23 00 
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 SECTION 07 46 16 
  ALUMINUM SOFFIT  
 

TSP, Inc. © 07 46 16 - 1/2 09201051 
RAH Construction Documents – Addendum 4 03/14/2024 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 
A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 
A. Section includes soffit vent. 

1.3 ACTION SUBMITTALS 
A. Product Data: For each type of product. Include construction details, material descriptions, 

dimensions of individual components and profiles, and finishes. 
B. Samples for Initial Selection: For aluminum soffit including related accessories. 

1.4 CLOSEOUT SUBMITTALS 
A. Maintenance Data: For each type of product, including related accessories, to include in 

maintenance manuals. 

1.5 DELIVERY, STORAGE, AND HANDLING 
A. Deliver and store packaged materials in original containers with labels intact until time of use. 
B. Store materials on elevated platforms, under cover, and in a dry location. 
C. Prevent contact with materials capable of causing discoloration or staining. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS  
A. Source Limitations: Obtain products, including related accessories, from single source from 

single manufacturer. 
B. Basis of Design.  Subject to compliance with requirements, provide Longboard extruded siding 

and soffit products by Mayne Coatings Corp. or comparable product. 

2.2 ACCESSORIES 
A. Continuous Soffit Vents: Aluminum, hat-channel shape, with perforations; 2 inches (51 mm) 

wide and not less than 96 inches (2438 mm) long. 
1. Net-Free Area:  minimum 6 sq. in./linear ft. (420 sq. cm/m). 
2. Finish: Match adjacent metal finishes. 

PART 3 - EXECUTION 

3.1 EXAMINATION 
A. Examine substrates for compliance with requirements for installation tolerances and other 

conditions affecting performance of aluminum siding and soffit and related accessories. 
B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 PREPARATION 
A. Clean substrates of projections and substances detrimental to application. 

3.3 INSTALLATION 
A. General: Comply with manufacturer's written installation instructions applicable to products and 

applications indicated unless more stringent requirements apply. 
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3.4 ADJUSTING AND CLEANING 
A. Remove damaged, improperly installed, or otherwise defective materials and replace with new 

materials complying with specified requirements. 
B. Clean finished surfaces according to manufacturer's written instructions and maintain in a clean 

condition during construction. 
END OF SECTION 07 46 16 
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CENTURY LINK 1 LINE

CENTURY LINK
1 LINE

CENTURY LINK
1 LINE

ST

WELLS FARGO
SIGN

2 LINES

1 LINE

5 LINES

CP #24

CP #26

CP #25

CP #4
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TUNNEL (APPROXIMATE)
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MIDCO
2 LINES

3 LINES

SANITARY MANHOLE  - (D204)
RIM ELEV = 1735.53
8" VCP - INV. (W) = 1719.00
15" PVC - INV. (E) = 1719.00
15" PVC - INV. (S) = 1719.00

SANITARY MANHOLE - (D211)
RIM ELEV = 1734.23
15" PVC - INV. (W) = 1719.43
15" PVC - INV. (E) = 1719.43

JUNCTION BOX
RIM ELEV = 1735.92
60" RCP - INV. (E) = 1720.76
18" RCP - INV. (SE) = 1728.68
60" RCP - INV. (W) = 1720.76

JUNCTION BOX
RIM ELEV = 1734.51
60" RCP - INV. (E) = 1721.69
6" PVC (FIELD VERIFY) - INV. (S) - INACCESSIBLE
60" RCP - INV. (W) = 1721.69

AREA DRAIN
RIM ELEV = 1734.49
6" PVC - INV. (SE) = 1731.59
FLOOR ELEV = 1728.45
(3'± OF STANDING WATER AT
TIME OF SURVEY 06/30/2022)

AREA DRAIN
RIM ELEV = 1734.35
6" PVC - INV. (NW) = 1730.57
FLOOR ELEV - 1727.51
(3'± OF STANDING WATER AT
TIME OF SURVEY 06/30/2022)

CITY LOCATE
(POSSIBLY AN UNDERGROUND
JUNCTION BOX)

AREA DRAIN
RIM ELEV = 1733.89

18" RCP - INV. (E) = 1727.92
18" RCP - INV. (S) = 1728.61

AREA DRAIN
RIM ELEV = 1733.29
18" RCP - INV. (W) = 1727.29
18" RCP - INV. (E) = 1727.11

3 LINE DUCT
TRANSFORMER
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PLANT SPACINGC4
L-101 N.T.S

S S

S

EDGE OF PLANTING AREA

PLANT ROW - TYP.

PLANT CENTER - TYP.

TRIANGULAR
SPACING - 'S'

DISTANCE BETWEEN
ROWS - 'D'

TOTAL AREA PER
PLANT (SF)

12"
15"
18"
21"

24"  (2')
30"
36"  (3')
42"
54"

10-1/2"
13"
15-1/2"
18"

21"
26"
31"
36"
46"

0.88
1.35
1.94
2.63

3.50
5.42
7.75
10.50
15.40

60°
NOTES:

· IF ROOT BALL IS WRAPPED IN NON-BIODEGRADEABLE
BURLAP OR NYLON ROPE, REMOVE BEFORE BACK
FILLING PIT.

· WHEN BACK FILLING PLANT PIT, PLACE EXISTING
SOIL IN TWO LIFTS. AFTER FIRST LIFT, PUDDLE SOIL
IN WITH WATER TO REMOVE ALL AIR POCKETS.
PLACE SECOND LIFT AND REPEAT. CONTINUE TO
PUDDLE AND FILL AS NECESSARY.

TIGHTEN ROPE ONLY ENOUGH TO KEEP FROM SLIPPING.
ALLOW FOR SOME TRUNK MOVEMENT.  ASSURE THAT THE
BEARING SURFACE OF THE TREE STRAP AGAINST THE
TREE TRUNK IS A MINIMUM OF 1/2". IN NO CASE SHOULD
THE ROPE BE IN CONTACT WITH THE TREE TRUNK.

THE LANDSCAPE CONTRACTOR IS RESPONSIBLE FOR
MONITORING ALL TREES DURING THE WARRANTY PERIOD
FOR TIPPING DUE TO WIND, SETTLING, ETC.  STRAIGHTEN
AND STAKE AS REQUIRED.

60°

STAKE ALL DECIDUOUS TREES
1.75" IN CALIPER OR GREATER

TREE STAKINGC2
L-101 SCALE:  3/4" = 1'-0"

B&B TREE PLANTINGC1
L-101 SCALE:  3/4" = 1'-0"

PLANT BEDS (ROCK MULCH)C3
L-101 SCALE:  3/4" = 1'-0"

NOTE:
A MINIMUM OF 1'-6" OF TOPSOIL SHALL
BE INSTALLED BY THE EARTHWORK
CONTRACTOR IN ALL PLANT BEDS.

PREPARE PLANTING
BED SOIL, AS SPECIFIED

M
IN

CONCRETE
WALK

5" DEEP MULCH
POCKET

TOP OF MULCH IS TO BE
BELOW TOP OF WALK
EXTENDING A MINIMUM OF
1'-0" FROM EDGE OF WALK.

ROCK MULCH, AS SPECIFIED

SET TOP OF ROOT CROWN 1"
ABOVE FINISHED GRADE. MOUND
PLANTING BED SOIL SLIGHTLY TO
TOP  OF ROOT CROWN.  PLACE AN
ORGANIC MULCH RING DIRECTLY
OVER EACH ROOT BALL.

MINIMIZE CONTACT
WITH PLANT STEM(S)

TURFGRASS
LAWN

EDGING, AS
SPECIFIED

WEED BARRIER FABRIC, AS SPECIFIED

DO NOT HEAVILY PRUNE THE TREE AT PLANTING. PRUNE
ONLY CROSSOVER LIMBS, CO-DOMINANT LEADERS, AND
BROKEN OR DEAD BRANCHES. SOME INTERIOR TWIGS
AND LATERAL BRANCHES MAY BE PRUNED; HOWEVER,
DO NOT REMOVE THE TERMINAL BUDS OF BRANCHES
THAT EXTEND TO THE EDGE OF THE CROWN.
PROVIDE AND INSTALL TREEGATOR OR EQUIVALENT
PORTABLE DRIP IRRIGATION BAG. NOT REQUIRED IF
OPERATIONAL IRRIGATION SYSTEM EXISTS. ONLY USE
DURING MONTHS BETWEEN APRIL 1 AND OCTOBER 31.
REMOVE ALL TWINE, ROPE, WIRE (INCLUDING WIRE
BASKET), AND BURLAP FROM TOP HALF OF ROOT BALL.

SCARIFY SIDES OF
PLANTING HOLE
TAMP SOIL AROUND ROOT BALL BASE
FIRMLY WITH FOOT PRESSURE SO
THAT ROOT BALL DOES NOT SHIFT.
LOOSEN 6" OF SUBGRADE
PLACE ROOT BALL ON
UNEXCAVATED OR TAMPED SOIL.

SET TOP OF ROOT BALL 2" HIGHER THAN GRADE.
EACH TREE MUST BE PLANTED SUCH THAT THE
TRUNK FLARE IS VISIBLE AT THE TOP OF THE  ROOT
BALL. TREES WHERE THE TRUNK FLARE IS NOT
VISIBLE SHALL BE REJECTED.  DO NOT COVER THE
TOP OF THE ROOT BALL WITH SOIL.
3" LAYER OF ORGANIC MULCH. DO NOT PLACE
MULCH IN CONTACT WITH TREE TRUNK.
BACK FILL WITH SOIL FROM PLANT PIT.
REMOVE ALL DEBRIS (SEE NOTE)

DEWITT FABRIC TREE STRAP,
OR APPROVED EQUAL

1/4" TWISTED NATURAL
SISAL ROPE

2" DIAMETER HARDWOOD STAKE (THREE PER TREE).
ALL STAKES SHALL BE DRIVEN OUTSIDE THE EDGE
OF THE ROOT BALL. STAKES ARE TO BE LOCATED
WITHIN MULCH CIRCLE.

D
D

2/
3D

2' RADIUS
MINIMUM

3x ROOT BALL DIAMETER

4'
2' M
IN

.

3"
12

"
M

IN
.

1'-0"

NORTH

0' 10' 20' 40' 80'

SCALE: 1"=20'

PLANTING PLAN

L-101
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LANDSCAPE ARCHITECT

WATERTOWN, SD

RENOVATION AND
ADDITION FOR NEW
CITY HALL

CITY OF WATERTOWN

NOT FOR

CONSTRUCTION

PLANTING PLANA1
L-101 SCALE: 1" - 20'-0"

KEY QTY SIZE NOTES

ORNAMENTAL TREES

CANOPY TREES
GTEDITSIA TRACANTHOS VAR INERMIS 'SKYCOLE'
SKYLINE HONEYLOCUSTGT 2" CAL.

B&B

PLANT SCHEDULE

DECIDUOUS SHRUBS

SR SYRINGA RETICULATA 'IVORY SILK'
IVORY SILK JAPANESE TREE LILAC

7' B&B
CLUMP

SB SPIRAEA BETULIFOLIA 'TOR'
TOR SPIREA

#2
CONT.

3'-0" O.C.
SPACING

HP HYDRANGEA PINICULATA 'LITTLE QUICKFIRE'
LITTLE QUICKFIRE HYDRANGEA

#2
CONT.

5 STEM
MIN.

BT BERBERIS THUNBERGI 'GENTRY'
ROYAL BURGUNDY BARBERRY

#2
CONT.

3'-0" O.C.
SPACING

EVERGREEN SHRUBS

JC JUNIPERUS HORIZONTALIS 'COMPACTA'
ANDORRA COMPACT JUNIPER

#2
CONT.

4'-6" O.C.
SPACING

JH JUNIPERUS HORIZONTALIS 'BLUE CHIP'
BLUE CHIP JUNIPER

#2
CONT.

4'-6" O.C.
SPACING

PM PINUS MUGO PUMILLO
MUGO PINE

#5
CONT.

3

2

32

3

7

9

4

4

GENERAL NOTES

THE CONTRACTOR SHALL NOTIFY THE 811 ONE CALL CENTER TO REQUEST THE LOCATION
OF ALL UTILITIES WITHIN THE CONSTRUCTION AREA PRIOR TO ANY CONSTRUCTION.
CONTRACTOR IS RESPONSIBLE FOR LOCATING ALL PRIVATE UTILITIES NOT COVERED BY 811
ONE CALL.  NOTIFY THE LANDSCAPE ARCHITECT OF ANY DISCREPANCIES.

CONTRACTOR IS RESPONSIBLE FOR PROTECTION OF ALL EXISTING CONDITIONS,
IMPROVEMENTS, VEGETATION AND UTILITIES TO REMAIN.  ANY DAMAGE SHELL BE REPAIRED
BY THE CONTRACTOR TO THE SATISFACTION OF THE OWNER AT NO ADDITIONAL COST.

THE CONTRACTOR SHALL CONSTRUCT ALL ITEMS WITHIN THIS CONTRACT IN ACCORDANCE
WITH ALL STATE AND LOCAL CODES, REGULATIONS AND ENGINEERING STANDARDS.
CONTRACTOR TO COORDINATE ALL WORK WITHIN THE PUBLIC RIGHT OF WAY OR STREETS
WITH THE APPROPRIATE JURISDICTIONS.

ALL WORK SHALL BE IN ACCORDANCE WITH OSHA CODES AND STANDARDS.   NOTHING
INDICATED ON THESE DRAWINGS SHALL RELIEVE THE CONTRACTOR FROM COMPLYING WITH
ANY APPROPRIATE SAFETY REGULATIONS.

PLANTING GENERAL NOTES
PLANT QUANTITIES IN PLANT SCHEDULE ARE FOR CONVENIENCE ONLY AND ARE NOT
GUARANTEED.  QUANTITIES ON PLAN WILL PREVAIL IF DISCREPANCIES OCCUR.

SUBSTITUTIONS SHALL ONLY BE ALLOWED WHEN THE CONTRACTOR HAS EXHAUSTED ALL
SOURCES FOR THE SPECIFIED MATERIAL, AND HAS PROVEN THAT THE SPECIFIED MATERIAL
IS NOT AVAILABLE.  THE CONTRACTOR MUST PROVIDE NAME AND VARIETY OF SUBSTITUTION
TO THE LANDSCAPE LANDSCAPE ARCHITECT FOR APPROVAL PRIOR TO TAGGING OR
PLANTING.  SUBSTITUTIONS SHALL BE NEAREST EQUIVALENT SIZE OF VARIETY OF PLANT
HAVING SAME ESSENTIAL CHARACTERISTICS.

ALL PLANT MATERIAL SHALL BE NURSERY GROWN, SOUND, HEALTHY, VIGOROUS AND FREE
FROM INSECTS, DISEASE AND INJURIES, WITH HABIT OF GROWTH THAT IS NORMAL FOR THE
SPECIES.  SIZES SHALL BE EQUAL TO OR EXCEEDING SIZES INDICATED ON THE PLANT LIST.
KIND, SIZE AND QUALITY OF PLANT MATERIAL SHALL CONFORM TO THE AMERICAN
STANDARD FOR NURSERY STOCK (ANSI Z60.1), MOST RECENT EDITION.

STAKE OR PLACE ALL PLANTS IN FIELD AS INDICATED ON THE DRAWINGS OR AS DIRECTED
BY THE LANDSCAPE LANDSCAPE ARCHITECT FOR APPROVAL PRIOR TO PLANTING.

PROVIDE A MINIMUM OF 48 HOURS NOTICE FOR APPROVAL OF PLANT LAYOUT AND SAMPLE
TREE PLANTINGS.

THE CONTRACTOR SHALL REPORT SUBSURFACE SOIL OR DRAINAGE PROBLEMS TO THE
LANDSCAPE LANDSCAPE ARCHITECT PRIOR TO PLANTING.

SEED ALL AREAS WITHIN CONTRACT LIMITS, NOT COVERED BY PAVING, BUILDINGS, OR
PLANTING BEDS, UNLESS OTHERWISE NOTED.

CONTRACTOR SHALL PLACE SHREDDED BARK MULCH AROUND ALL TREES TO A DEPTH OF 3".

SEE SPECIFICATIONS FOR PLANT MAINTENANCE AND WARRANTY REQUIREMENTS.

KEYNOTES

1. B&B TREE - TYP.  C1/L-101

2. PLANT BED - TYP. PREPARE PLANTING SOILS AND MULCH, AS SPECIFIED.  C3/L-101

3. LANDSCAPE EDGING, AS SPECIFIED.  C3/L-101

4. TILL, FERTILIZE, FINE GRADE, SEED AND HYDROMULCH, AS SPECIFIED.  LANDSCAPE
CONTRACTOR IS RESPONSIBLE FOR SEEDING ALL AREAS DISTURBED BY
CONSTRUCTION.

5. ROCK MULCH AND WEED BARRIER FABRIC, AS SPECIFIED.

4'-6" O.C.
SPACING

7'-0" O.C.
SPACING

AS PART OF ALTERNATE #1, EXTEND
ROCK MULCH AND WEED BARRIER
FABRIC TO FACE OF BUILDING.

ADD
04

ADD 04 3/14/2024 ADDENDUM 04



SHEET GENERAL NOTES:
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SOUTH DAKOTA

DATE:

A. GENERAL CONTRACTOR TO FIELD VERIFY ALL EXISTING CONDITIONS.

B. TOP OF INTERIOR FOOTINGS TO BE 8" BELOW FFE, UNO.

C. TOP OF EXTERIOR FOOTINGS TO BE 4'-0" BELOW FFE, UNO.

D. AT ALL INTERIOR LOCATIONS, UNO, PROVIDE A 4" CONCRETE SLAB ON GRADE ATOP VAPOR
RETARDER ATOP 6" DRAINAGE COURSE ATOP ENGINEERED FILL UNO. REINFORCE SLAB W/
POLYFIBER REINFORCEMENT, UNO. COORDINATE SLAB ELEVATIONS AND SLOPES W/ ARCH.

E. PROVIDE FLOOR DRAINS AS SHOWN ON ARCH AND/OR MECH DRAWINGS. REFERENCE ARCH
AND/OR MECH FOR DRAIN TYPES, QUANTITIES, LOCATIONS AND FLOOR SLOPES.

F. HOUSEKEEPING PADS REQUIRED FOR MECHANICAL OR ELECTRICAL EQUIPMENT ARE NOT
SHOWN ON THIS PLAN. COORDINATE QUANTITY, SIZE AND LOCATION WITH MECH AND ELEC.

G. REFERENCE PLAN FOR TOP OF FOUNDATION ELEVATION, UNO.

H. REF ARCH FOR TRUSS BEARING ELEVATION (TOP OF (2) 2X6 TOP PLATE), UNO. ALL BEARING
WALLS SHALL BE FRAMED WITH 2X6 STUDS @ 16" OC (MAX).

I. REFERENCE SHEET S-501 FOR LOOSE BRICK ANGLE, WOOD HEADER, AND WOOD SHEAR WALL
SCHEDULES.

J. HEADERS @ INTERIOR NON-BEARING WALL OPENINGS SHALL BE (2) 2X6 MEMBERS WITH (1) 2X6
TRIMMER & (1) 2X6 KING STUD. REFERENCE S-501 WOOD HEADER SCHEDULE (SIM).

K. EXTERIOR STRUCTURAL SHEATHING TO BE AS FOLLOWS, UNO:
- ROOF SHEATHING: 1/2" EXTERIOR, STRUCTURAL SHEATHING, UNO. FASTEN EXTERIOR

      SHEATHING W/ 10D NAILS AT 6" ON CENTER AT PANEL EDGES AND 12" OC AT
      INTERMEDIATE. PROVIDE BLOCKING AT ALL UNSUPPORTED EDGES.

- WALL SHEATHING: 5/8" GYPSUM SHEATHING BOARD, UNO. FASTEN EXTERIOR SHEATHING W/ 6D
    NAILS AT 7" ON CENTER AT PANEL EDGES AND 12" OC AT
    INTERMEDIATE. PROVIDE BLOCKING AT ALL UNSUPPORTED EDGES.

L. ALL EXTERIOR WALLS SHALL CONFORM TO DETAILS GIVEN BY SHEAR WALL MARK SW1, UNO.

ADDITION PLANS
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MEETING
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STORAGE
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161
HALL
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X.D

X.5

(FIELD VERIFY)
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0"
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D5
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S-101
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S-101

C5
S-101

D5
S-101

D5
S-101

D5
S-101

C5
S-101

9'-0" 9'-8" 8'-8" 7'-5 9/16"

2'-2 1/2"

21'-8"

3'-
7 1

1/1
6"

4'-
6"

TOF EL= 96' - 0"

TOF EL= 99' - 4"

2'-
0"

2'-0"

TOF EL= 96' - 0"

TOF EL= 96' - 0"

4'-
0"

4'-
0"

2'-
0"

2'-0"

2'-
0"

2'-
0"

2'-0"

A5
S-001

A5
S-001

C4
S-101

2'-0"

D5
S-101

SIM

D4
S-101 SIM

12

123'-0"X3'-0"X1'-0" FTG
W/ (5) #4 EA WAY

4'-0"X4'-0"X1'-0" FTG
W/ (6) #4 EA WAY

4'-0"X4'-0"X1'-0" FTG
W/ (6) #4 EA WAY

2'-6" DIA DRILLED CONC
PIER W/ (12) #7 VERT AND #4
TIES @ 18" OC.
BOT OF PIER TO MATCH
BOT OF EXIST TUNNEL
ELEVATION. (FIELD VERIFY)

2'-6" DIA DRILLED CONC PIER W/ (12) #7 VERT
AND #4 TIES @ 18" OC. BOT OF PIER TO
MATCH BOT OF EXIST TUNNEL ELEVATION.
(FIELD VERIFY)

D4
S-101

D4
S-101

SIM

15

E3
S-101 SIM

E3
S-101

29'-5 5/8"

E2
S-101 TYP

TOF EL= 98' - 0"

TOF EL= 99' - 4"

TOF EL= 99' - 4"

5/8"Ø A307 HEADED
BOLTS @ 4'-0" OC

2X6 STUDS @ 16" OC (MAX)

2X6 TREATED BOT PLATE

RIGID INSULATION
(REF ARCH)

MASONRY VENEER
(REF ARCH)

#4 VERT W/ HOOK
@ 18" OC EA FACE

FOOTING (REF PLAN)

#5 HORIZ @ 18" OC EA FACE

RIGID INSULATION (REF ARCH)

#5 @ 12" OC CONT

1/2" ISOLATION JOINT

CIPC SOG (REF PLAN)

VAPOR RETARDER

DRAINAGE COURSE

8 1/2" 5 1/2"

REF PLAN

1'-
0"

REF SITE PLAN
(STOOP SLAB @ SIM) TOC

REF PLAN

TOF
REF PLAN

6"

D S

2S

D

CONT REINF TO
MATCH CONT
FTG REINF

SLEEVE THROUGH WALL MIN
2" LARGER DIA THAN PIPE
-INSULATE AROUND PIPE

MI
N6"

MIN
6"

3" 
MI

N

SLOPED RAFTER
(REF PLAN)

2X12 LEDGER W/ (2)
10D NAILS @ EA STUD

SIMPSON LRU212Z FACE
MOUNT HANGER

TO LEDGER
REF PLAN

ROOF SHEATHING
(REF PLAN)

WALL SHEATHING
(REF PLAN)

(2) 2X6 TOP PLATE

2X6 STUDS @ 16" OC (MAX)

SLOPE (REF ARCH)
10D NAILS @ 6" OC

X.E
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SLOPE (REF ARCH)

SLOPE (REF ARCH)

SLOPE (REF ARCH)

SLOPE (REF ARCH)

14

9

H4

H3

16

17

18

18

18

#5 @ 12" OC CONT

#5 VERT W/ HOOK
(ALT LEG) @ 18" OC

VAPOR RETARDER

CIPC SOG (REF PLAN)

5/8"Ø AB @ 6'-0" OC
MAX (TYP)

DRAINAGE COURSE

CONCRETE STEM (WIDTH TO
MATCH STUD WIDTH) CONT (TYP)

TREATED 2X6
BOTTOM PLATE

FOOTING (REF PLAN)

2X6 STUDS @ 16" OC (MAX)

1/2" ISOLATION JOINT

1'-
0"

REF PLAN

TOC
REF PLAN

TOF
REF PLAN

TOP CHORD BEARING WOOD
ROOF TRUSS (REF PLAN)

WALL SHEATHING
(REF PLAN)

TRUSS BRG
REF ARCH

2X6 STUDS @
16" OC (MAX)

ROOF SHEATHING
(REF PLAN)

10D NAIL @ 6" OC

(2) 2X6 TOP PLATE

SLOPE (REF ARCH)

PL1/2X8X8 & PIPE
SLEEVE W/ (2) 1/2"Ø
LAG BOLTS

RAILING (REF ARCH)ADD4

HE
EL

(2) 2X6 TOP PLATE

2X6 STUDS @ 16" OC (MAX)

SIMPSON H3 CLIP

ROOF SHEATHING
(REF PLAN)
MONO SLOPE ROOF TRUSS
(REF PLAN)

REF ARCH

2X TRUSSED BLOCKING
BY TRUSS SUPPLIER

WALL SHEATHING (REF PLAN)

TRUSS HEEL
REF ARCH
BO TRUSS
REF ARCH

REF SITE PLANS FOR
SIDEWALK/PAVING:
#4X12" DOWEL @ 16"OC
(GREASE THIS END)

DRAINAGE COURSE

#4 DOWELS (24"X24")
@ 12" OC (ALL SIDES)

#4 @ 18" EW
(ALL SIDES)

#5 CONT

5" CIPC SLAB W/ #4
@12" OC EW BOT

HOLD SLAB DOWN
1/4" @ THRESHOLD

SLOPE 1/4"/FT
CIPC SOG (REF PLAN)
1" RIGID INSULATION

RIGID INSULATION
(REF ARCH)
FOUNDATION WALL
(REF FDTN DETAILS)

FOOTING
(REF PLAN)

6" WALL (TYP)

5'-0" (TYP UNO- REF PLAN)

VOID FORM

TOF
REF PLAN

TOC
REF PLAN

TOP CHORD BEARING WOOD
ROOF TRUSS (REF PLAN)

ROOF SHEATHING
(REF PLAN)

TRUSS BRG
REF ARCH

ROOF SHEATHING
(REF PLAN)

10D NAIL @ 6" OC

(2) 1-3/4"X18" LVL -
PROVIDE (3) 2X6 POST
SUPPORTING EA END

ROOF SHEATHING
(REF PLAN)

SLOPED RAFTER
(REF PLAN)
2X BLOCKING ATTACHED TO
LVL W/ 10D NAILS @ 6" OC

SLOPE (REF ARCH)

PL1/2X8X8 & PIPE
SLEEVE W/ (2) 1/2"Ø
LAG BOLTS

RAILING (REF ARCH) ADD4

10D NAILS @ 6" OC
ROOF SHEATHING
(REF PLAN)

SLOPING RAFTERS
(REF PLAN)

EXISTING EXTERIOR
WALL CONSTRUCTION
(FIELD VERIFY)

NO CONNECTION
BETWEEN NEW AND
EXISITNG CONSTRUCTION

TOP CHORD BEARING WOOD
ROOF TRUSS (REF PLAN)
2X6 STUDS @
16" OC (MAX)

ROOF SHEATHING
(REF PLAN)

10D NAIL @ 6" OC

(2) 2X6 TOP PLATE

TRUSS BRG
REF ARCH

GABLE ROOF
TRUSS
(REF PLAN)

ROOF SHEATHING
(REF PLAN)

SLOPE (REF ARCH)

TOP CHORD BEARING
WOOD ROOF TRUSS
(REF PLAN)

ROOF SHEATHING
(REF PLAN)

10D NAIL @ 6" OC

MONO SLOPE ROOF
TRUSS (REF PLAN)

ROOF SHEATHING
(REF PLAN)

10D NAIL @ 6" OC
ROOF SHEATHING
(REF PLAN)

(2) GABLE END TRUSSES BY
TRUSS SUPPLIER (DESIGN
FOR 20PSF LATERAL WIND)

2X BLOCKING ATTACHED TO
TRUSS W/ 10D NAILS @ 6" OC

2X4 BLOCKING @ 48" OC

45°

2X4 DIAGONAL
BLOCKING @ 48" OC
(TO TOP OF TRUSS)

TRUSS BRG
REF ARCH

PL1/2X3-1/2X5 &
PIPE SLEEVE
W/ (2) 1/2"Ø
LAG BOLTS

10d NAILS @ 6" OC ROOF SHEATHING
(REF PLAN)

(2) GABLE END TRUSSES
BY TRUSS SUPPLIER
(DESIGN FOR 20PSF LATERAL WIND) GABLE ROOF TRUSS

(REF PLAN)

2X4 DIAGONAL
BLOCKING @ 48" OC
(TO TOP OF TRUSS)
2X4 BLOCKING
@ 48" OC

BO TRUSS
REF ARCH

45°

HE
EL

WOOD BEAM (REF PLAN)

SIMPSON H3 CLIP

ROOF SHEATHING
(REF PLAN)
GABLE ROOF TRUSS
(REF PLAN)REF ARCH

2X TRUSSED BLOCKING
BY TRUSS SUPPLIER

BO TRUSS
REF ARCH

REF ARCH FOR
FINISHES

TRUSS HEEL
REF ARCH

(2) #6 BARS (TOP) &
(4) #6 BARS (BOT) W/
#3 TIES @ 16" OC

TOC
REF CIVIL

(F
IE

LD
 V

ER
IFY

)
VA

RI
ES

BO EXIST TUNNEL
VARIES (FIELD VERIFY)

EXIST CONCRETE TUNNEL

EXIST 2" RIGID INSULATION

EXIST UNDISTURBED SOIL
AROUND TUNNEL NOT
SHOWN FOR CLARITY

SITE PAVEMENT
(REF CIVIL)

BASECOURSE
(REF CIVIL)

ENG FILL (REF
SOILS REPORT)

EXIST UNDISTURBED SOIL

PROVIDE A MIN OF 4" OF
RIGID INSULATION BTWN
EXIST TUNNEL & GRADE BEAM

2'-
0"

1'-8"

8"

EXISTING CIPC
ON METAL DECK

NEW CONCRETE
SLAB ON GRADE

EXISTING STUDWALL
CONSTRUCTION W/ MASONRY
VENEER (FIELD VERIFY)

EXISTING FLOOR
STEEL JOISTS
(FIELD VERIFY)
EXISTING FDTN WALL
(FIELD VERIFY)

VAPOR RETARDER

DRAINAGE COURSE

1/2" ISOLATION JOINT

TOC
REF PLAN

EXIST FFE
REF PLAN

5/8"Ø A307 HEADED
BOLTS @ 4'-0" OC

2X6 STUDS @ 16" OC (MAX)

2X6 TREATED BOT PLATE

RIGID INSULATION
(REF ARCH)

MASONRY VENEER
(REF ARCH)

#4 STIRRUPS
@ 18" OC

#5 HORIZ @ 18" OC EA FACE

RIGID INSULATION (REF ARCH)

1/2" ISOLATION JOINT

CIPC SOG (REF PLAN)

VAPOR RETARDER
DRAINAGE COURSE8 1/2" 5 1/2"

REF SITE PLAN
TOC

REF PLAN
BRICK LEDGE
REF ARCH

EXIST 2" RIGID INSULATION

EXIST UNDISTURBED SOIL

PROVIDE A MIN OF 4" OF
RIGID INSULATION BTWN
EXIST TUNNEL & GRADE BEAM

EXIST CONCRETE TUNNEL

VA
RI

ES
 O

VE
R 

TU
NN

EL
 (2

'-8
" M

IN
)

RE
F D

5/S
-1

01

(4) #6 T&B (EXTEND BARS 8'-0"
INTO FULL HGT FDTN WALL)

TOC
REF CIVIL

SITE PAVEMENT
(REF CIVIL)

BASECOURSE
(REF CIVIL)
ENG FILL (REF
SOILS REPORT)

GRADE BEAM
(REF DETAIL D4/S-101)

12"Ø CONC PIER W/ (6) #6 VERT
BARS DOWELED INTO GRADE
BEAM W/ (3) #3 TIES EQUALLY
SPACED. TOP OF PIER TO MATCH
SITE PAVEMENT (REF CIVIL)

SIMPSON STRONG-TIE
ABW66Z POST BASE W/
1/2"Ø HEADED ANCHOR
BOLT (6" EMBED)

BUILT-UP 2X COLUMN
(REF PLAN)

02/23/2024
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            KEYNOTES
1 MONOSLOPE TRUSS @ 24" OC (MAX)
2 GABLE TRUSS @ 24" OC (MAX)
3 OVERFRAMING GABLE TRUSS @ 24" OC (MAX)
4 24" PARALLEL CHORD ROOF TRUSS @ 24" OC (MAX) WITH 5/8" EXTERIOR STRUCTURAL ROOF

SHEATHING.
5 ROOF HATCH. CONTRACTOR TO COORDINATE WITH ARCH FOR EXACT SIZE AND LOCATION. TRUSS

SUPPLIER TO PROVIDE TRUSS HEADERS AS NEEDED.
6 (3) 2X12 BEAM. BEAM MUST BE SPRUCE-PINE-FIR SELECT STRUCTURAL OR BETTER.
7 2X12 RAFTERS @ 16" OC (MAX)
8 2000# RTU. TRUSS DESIGNER TO COORDINATE WITH MECHANICAL TO GET EXACT LOCATION OF UNIT

AND CUT SHEET OF SELECTED UNIT.
9 MECH ROOF PENETRATION. CONTRACTOR TO COORDINATE EXACT SIZE AND LOCATION. TRUSS

SUPPLIER TO PROVIDE TRUSS HEADERS AS NEEDED.
10 PROVIDE BUILT-UP 2X6 COLUMN UNDER GIRDER TRUSS. MATCH NUMBER OF PLYS FOR BUILT-UP

COLUMN TO NUMBER OF PLYS PROVIDED FOR GIRDER TRUSS.
11 LINK/ADDITION ROOF TRANSITION. REF DETAIL B2/S-101.
12 BOTTOM OF NEW FOOTING TO MATCH BOTTOM OF EXISTING TUNNEL ELEVATION. FIELD VERIFY.
13 PROVIDE BUILT-UP (3) 2X6 COLUMN.
14 2000# RTU. TRUSS DESIGNER TO COORDINATE WITH MECHANICAL TO GET EXACT LOCATION OF UNIT

AND CUT SHEET OF SELECTED UNIT.
15 REF DETAIL D3/S-101 FOR NEW SLAB/EXISTING EXTERIOR WALL
16 PROVIDE PLYWOOD SHEATHING WITHIN TRUSS SPACE FOR WALKWAY BETWEEN ROOF HATCH AND

ROOF ACCESS DOOR.
17 PROVIDE 2X6 ROOF JOIST. JOIST ATTACHMENT TO TRUSS HEADER BY TRUSS SUPPLIER.
18 TRUSS SUPPLIER TO COORDINATE WITH MECHANICAL CONTRACTOR TO DESIGN TRUSSES WITH

SPACING TO ALLOW FOR ROUTING OF MECHANICAL DUCTWORK BETWEEN TRUSSES. REF MECH
PLANS.

SCALE:  1/8" = 1'-0"A5 FOUNDATION PLAN - ADDITION

SCALE:  3/4" = 1'-0"D5 EXTERIOR FOUNDATION WOOD STUD W/ BRICK LEDGE

SCALE:  3/4" = 1'-0"E5 TYP UTILITY THRU WALL

SCALE:  3/4" = 1'-0"A2 ROOF JOIST/BRG WALL
SCALE:  1/8" = 1'-0"A4 FRAMING PLAN - ADDITION

SCALE:  3/4" = 1'-0"C4 INTERIOR CONT FOOTING DETAIL

SCALE:  3/4" = 1'-0"A1 FLAT TRUSS/BRG WALL

SCALE:  3/4" = 1'-0"B1 ROOF TRUSS/BRG WALL CONN

SCALE:  3/4" = 1'-0"C5 TYP STOOP DETAIL

SCALE:  3/4" = 1'-0"B2 LINK/ADDITION ROOF TRANSITION

SCALE:  3/4" = 1'-0"C2 DECK CONN @ EXISTING BUILDING
SCALE:  3/4" = 1'-0"C1 FLAT ROOF/HIGH ROOF TRANSITION @ BRG WALL

SCALE:  3/4" = 1'-0"C3 FLAT ROOF/HIGH ROOF TRANSITION @ NON-BRG WALL

SCALE:  3/4" = 1'-0"D1 ADDITION ENTRYWAY GABLE END FRAMING
SCALE:  3/4" = 1'-0"D2 ENTRYWAY GABLE ROOF TRUSS/BRG BEAM CONN

SCALE:  3/4" = 1'-0"D4 GRADE BEAM DETAIL OVER EXIST TUNNEL

PLAN NORTH PLAN NORTH

SCALE:  3/4" = 1'-0"D3 NEW SLAB @ EXISTING EXTERIOR WALL

SCALE:  3/4" = 1'-0"E3 EXTERIOR FDTN GRADE BEAM WOOD STUD W/ BRICK LEDGE
SCALE:  3/4" = 1'-0"E2 EXTERIOR COLUMN/PIER DETAIL
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MARK SHEATHING
NAILING

PANEL EDGE INTERMEDIATE

WOOD SHEAR WALL SCHEDULE
ANCHOR BOLTS

FOR SILL
SIMPSON LTP4

LATERAL TIE PL ENDPOST SIMPSON
HOLDDOWN REMARKS

1. ALTERNATE: 5/8"Ø KWIK BOLT EXPANSION ANCHORS W/MIN 4" EMBEDMENT MAY BE USED IN LIEU OF CAST-IN-PLACE ANCHORS FOR   2   ONLY

2. WOOD PANELS MAY BE ORIENTED HORIZONTALLY OR VERTICALLY.

3. ATTACH STRUCTURAL PANELS DIRECTLY TO FRAMING.  WHERE PANELS OCCUR BOTH SIDES OF WALL, JOINTS SHALL BE STAGGERED OR OFFSET TO FALL ON DIFFERENT FRAMING MEMBERS

4. PROVIDE 2X BLOCKING @ UNSUPPORTED PANEL EDGES

5. ANCHOR BOLTS FOR HOLDDOWN SYSTEM TO BE CAST-IN-PLACE OR HILTI HVA ADHESIVE SYSTEM WITH HAS STD ROD

ADDITIONAL REMARKS:

4 5 2 6 3 1

4 5

3

1 2 1

3 BLOCK PANEL EDGES

OPENINGS

SW1 5/8" GYPSUM SHEATHING (ONE SIDE -
EXTERIOR)

6d @ 7" OC 6d @ 12" OC 5/8" DIA @ 48" OC NOT USED 2- 2X6 N/A SEE DIAGRAM 1

5

TOC
REF PLAN

3/8"Ø X 3" LAG BOLT W/
WASHER @ 24" OC INTO
SLOTTED HOLE IN ANGLE

HEADER (REF SCHEDULE)

BRICK ANGLE (REF SCHEDULE)

BRICK VENEER
(REF ARCH)

2X BLOCKING

RIGID INSULATION (REF ARCH)

2 WALL STUDS SHALL BE
CONT @ EXT WALL

1 WALL STUD SHALL BE
CONT @ INTERIOR WALL

TRIMMER (REF SCHEDULE)

POST FROM LEVEL ABOVE
OR SOLID BLOCKING

NAIL

(HEADER REF PLAN)

SPLICE IN UPPER TOP PLATE

SPLICE IN LOWER TOP PLATE

NAIL TOP PLATE SPLICE W/
2 ROWS OF 10d NAILS @ 6" OC

4'-0"

OR
 2X

6
2X

4

6" OC ALL EDGES

12" OC INTERMEDIATES

4'-0"X8'-0" PLYWD OR OSB SHEET

NAILING PATTERN IS FOR 10d COMMON NAILS

PLYWOOD LAYUP : IBC TABLE 2306.3.1 (CASE 1) STAGGER SHEETS

PARTY WALL (BRACED
WALL PANEL)
(3) 16d NAILS @ 12" OC

EXTERIOR WALL16d NAILS @ 6" OC

EXTERIOR WALL

(2) 16d NAILS @ 12" OC

1.                - INDICATES THAT BEAM IS CONTINUOUS OVER SUPPORT

2. * - INDICATES HEADER/BEAM UPSET IN TRUSS SPACE

3. ALL NORMAL LUMBER HEADERS TO BE SPRUCE-PINE-FIR #2 OR BETTER

4. REF D6/S-501 FOR HEADER/TRIMMER CONNECTION DETAIL

ADDITIONAL REMARKS:

WOOD HEADER SCHEDULE
TRIMMER(S) REMARKS

(REFER TO DIAGRAM 1)

CONT.

KING STUD(S)SECTIONMARK
H1

H2

(2) 2X8

(2) 1-3/4" X 9-1/4" LVL

2

3

2

1
SEE DIAGRAM 1

SEE DIAGRAM 1

BRICK LINTEL SCHEDULE (REF D5/S-501 FOR HEADER-BRICK ANGLE CONN)

3'-0" TO 5'-0" SPAN

5'-6" TO 8'-6" SPAN

9'-0" TO 12'-0" SPAN

L4X4X1/4

L6X6X3/8

L8X6X1/2 (LLV)

6" MIN BEARING

6" MIN BEARING

6" MIN BEARING

DOUBLE PLATE

HEADER

TRIMMER(S) / JACK STUD(S)
KING STUD(S)

TOP & BOTTOM
PLATE TO MATCH
WALL THICKNESS

(DIAGRAM 1)

H3 (2) 2X8 1 2 SEE DIAGRAM 1

H4 (2) 1-3/4" X 7-1/4" LVL 1 1 SEE DIAGRAM 1
EXT NON-BRG BRICK

ANGLE SCHEDULE

SPAN STEEL ANGLE REMARKS

6'-0" AND SMALLER

6'-1" TO 8'-0"

ADDITIONAL REMARKS:
1.    ALL LINTELS TO BEARING A MINIMUM OF 6" ON SOLID MASONRY.
2.    REFERENCE DETAIL B2/S-501 FOR BEARING CONDITIONS AT CONTROL JOINTS.  REFERENCE ARCH
       FOR CONTROL JOINT LOCATIONS.
3.    GALVANIZE ALL EXTERIOR LINTELS.

L4X4X1/4

L6X4X3/8

BRG
6"

MASONRY VENEER
(REF ARCH)

PROVIDE BACKER ROD
AT END OF ANGLE TO
ALLOW MOVEMENT

PROVIDE BOND BREAKER
BETWEEN BOTTOM OF
LINTEL AND MORTAR
INSTALL FLEXIBLE JOINT
SEALENT AND BACKER ROD

BRICK ANGLE
(REF SCHEDULE)

CONTROL JOINT
AS OCCURS

REF SITE PLANS FOR
SIDEWALK/PAVING:
#4X12" DOWEL @ 16"OC
(GREASE THIS END)

BENCHMARK STOOP
FILL OR EQUAL

#5 CONT

5" CIPC SLAB W/ #4
@12" OC EW BOT

HOLD SLAB DOWN
1/4" @ THRESHOLD

SLOPE 1/4"/FT

1" RIGID INSULATION
REF PLAN

CIPC SOG (REF PLAN)

TYP FDTN - REF
DETAIL E3/S-101

HORIZONTAL RIGID
INSULATION (REF E3/S-501)

#4 DOWELS @ 12"
OC - EXTEND BAR
24" (MIN) INTO SLAB

BENCHMARK STOOP FILL EQUIVALENT TO
MEET OR EXCEED STRUCTURAL STANDARDS
FROM ASTM D6817-15 FOR EPS GEOFOAM

11
"

2X6 TREATED BOT PLATE
W/ 5/8"Ø A307 HEADED
BOLTS @ 4'-0" OC

GEOTECH APPROVED
SUBGRADE SOILS OR
PROPERLY COMPACTED
ENGINEERED FILL (REF S-001)

DRAINAGE COURSE

CIPC SOG (REF PLAN)

GEOTECH APPROVED SOILS OR
ENGINEERED FILL (REF S-001)

(3) #4 CONT

#4 L-BAR @ 24" OC -
EXTEND BAR 36"
(MIN) INTO SLAB

2X6 @ 16" OC STUD WALL

WALL FINISHES
(REF ARCH)

REF PLAN
24" (MIN) HORIZ EXTENTS 1'-0"

MI
N

1'-
4"RIGID INSULATION

(REF ARCH)

WALL SHEATHING

FLASHING &
CLOSURE STRIP

TY
P2"

SLOPE (REF PLAN)

TYP FDTN - REF
DETAIL E3/S-101

5" CONC APRON W/ #4 @ 12" OC
EA WAY. REF PLAN FOR APRON
DIMENSIONS

#4 L-BAR @ 24" OC -
EXTEND BAR 36"
(MIN) INTO SLAB

1/2" ISOLATION JOINT

SLOPE 1/4"/FT
VERIFY W/ SITE PLAN

CIPC SOG (REF PLAN)

WALL JAMB BEYOND

SLOPE (REF PLAN)

#4 DOWELS @ 12"
OC - EXTEND BAR
24" (MIN) INTO SLAB

REF CIVIL
SITE PLAN

RIGID INSULATION
(REF E3/S-501) BENCHMARK STOOP

FILL OR EQUAL

BENCHMARK STOOP FILL EQUIVALENT TO
MEET OR EXCEED STRUCTURAL STANDARDS
FROM ASTM D6817-15 FOR EPS GEOFOAM

174 SF
130

STOR

37 SF
ST3

1484 SF
131

STOR

68'-3 11/16"

22
'-1

0 1
/2"

E3
S-501

E3
S-501

E2
S-501 @ OVERHEAD

DOORS

3'-
0"

E1
S-501

3'-
2"

5'-3"

TOC EL = 100'-0"
TOC EL = 100'-0"

TOC EL = 99'-6" TOC EL = 99'-6"

TOC EL = 99'-5 3/8" TOC EL = 99'-5 3/8"

SL
OP

E
SL

OP
E

SL
OP

E

SLOPE
SLO

PE

SLOPE

1

2

RIGID INSULATION
(REF DETAIL E3/S-501)

3

1. ALL NORMAL LUMBER HEADERS TO BE SPRUCE-PINE-FIR #2 OR BETTER

ADDITIONAL REMARKS:

WOOD HEADER SCHEDULE - TELLER ALTERNATE #1
TRIMMER(S) REMARKSKING STUD(S)SECTIONMARK

H1 (2) 2X10 2 1 HEADERS @ TELLER OVERHEAD DOORS (REF ARCH FOR LOC)

A. GENERAL CONTRACTOR TO FIELD VERIFY ALL EXISTING CONDITIONS.

B. AT ALL INTERIOR LOCATIONS, UNO, PROVIDE A 5" CONCRETE SLAB ON GRADE ATOP VAPOR
RETARDER ATOP 6" DRAINAGE COURSE ATOP ENGINEERED FILL UNO. REINFORCE SLAB W/
POLYFIBER REINFORCEMENT (OR #4 @ 18" OC EA WAY AS CONTRACTOR OPTION), UNO.
COORDINATE SLAB ELEVATIONS AND SLOPES W/ ARCH.

C. PROVIDE FLOOR DRAINS AS SHOWN ON ARCH AND/OR MECH DRAWINGS. REFERENCE ARCH
AND/OR MECH FOR DRAIN TYPES, QUANTITIES, LOCATIONS AND FLOOR SLOPES.

D. HOUSEKEEPING PADS REQUIRED FOR MECHANICAL OR ELECTRICAL EQUIPMENT ARE NOT
SHOWN ON THIS PLAN. COORDINATE QUANTITY, SIZE AND LOCATION WITH MECH AND ELEC.

E. REFERENCE PLAN FOR TOP OF STEEL ELEVATIONS, UNO.

F. REFERENCE PLAN FOR BOTTOM OF FOUNDATION ELEVATION, UNO.

G. REF ARCH DRAWINGS FOR INTERIOR SLAB PATCHING. REF DETAIL C5/S-001 FOR PATCHING
DETAIL.

H. REF ELECTRICAL FOR LOCATIONS OF NEW FLOOR BOXES IN LOWER LEVEL CIPC SOG AND NEW
FLOOR BOX POKE THRU IN FIRST FLOOR CIPC ON METAL DECK.

EXISTING BUILDING & TELLER ALT #1

TRENCH DRAIN
(REF MECH DWGS)

#4 BENT BAR @ 18" OC.
EXTEND BAR INTO SLAB 36".
(4) #4 CONT
SPACE AS SHOWN

6"
MECH
REF 6"

6"
DW

GS

RE
F

ME
CH

CIPC SOG
(REF PLAN)

PROVIDE #4 REBAR ANCHORING STAKES
OR OTHER SUPPORTS SPACED AS
REQUIRED PER TRENCH DRAIN
MANUFACTURUER'S INSTALLATION
INSTRUCTIONS- TRENCH DRAIN
PRODUCT MAY DIFFER FROM THAT
SHOWN IN THIS DETAIL

8"

02/23/2024

X.A

X.5X.3 X.4X.3.4

8'-0" 12'-6" 19'-6"

EX
IS

T 
16

H5
EX
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T 

16
H5

EX
IS

T 
16

H5

EX
IS

T 
16

H5

EX
IS

T 
16

H5

EX
IS

T 
16

H5

EX
IS

T 
16

H5

EX
IS

T 
16

H5

EX
IS

T 
16

H5

EX
IS

T 
16

H5

EX
IS

T 
16

H5

EX
IS

T 
16

H5

EX
IS

T 
16

H5

EX
IS

T 
16

H5

EX
IS

T 
16

H5

EX
IS

T 
16

H5

EX
IS

T 
16

H5

EX
IS

T 
16

H5

EX
IS

T 
16

H5

EX
IS

T 
16

H5

EX
IS

T 
16

H5

EX
IS

T 
16

H5

EX
IS

T 
16

H5

EX
IS

T 
16

H5

EX
IS

T 
16

H5

EX
IS

T 
16

H5
NEW OPENING IN EXISTING STUD WALL CONSTRUCTION. REF
ARCH FOR OPENING EXTENTS. PROVIDE (2) 2X8 HEADER
WITH (1) 2X4 TRIMMER AND (2) 2X4 KING STUDS. PROVIDE
LOOSE ANGLE BRICK LINTEL PER SCHEDULE ON S-501.

© TSP, Inc. 2024
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ALTERNATE #1 PLANS,
STRUCTURAL DETAILS
& SCHEDULES
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TMH09201051

SCALE:  1/4" = 1'-0"A2 SCHEDULE - SHEARWALL SCHEDULE

SCALE:  3/4" = 1'-0"D5 HEADER-BRICK ANGLE CONN
SCALE:  3/4" = 1'-0"D6 HEADER-TRIMMER CONNECTION

SCALE:  3/4" = 1'-0"C6 TOP PLATE SPLICE CONNECTION

SCALE:  3/4" = 1'-0"B6 TYP PLYWOOD NAILING PATTERN

SCALE:  3/4" = 1'-0"A6 INTERIOR/EXTERIOR WALL CONN

SCALE:  3/4" = 1'-0"B2 TYP BRICK ANGLE BEARING @ CONTROL POINT

SCALE:  3/4" = 1'-0"E1 STOOP DETAIL - TELLER ALTERNATE #1
SCALE:  3/4" = 1'-0"E3 EXTERIOR FOUNDATION WALL - TELLER ALTERNATE #1

SCALE:  3/4" = 1'-0"E2 OVERHEAD DOOR APRON DETAIL - TELLER ALTERNATE #1 PLAN NORTH

SCALE:  1/8" = 1'-0"E4 FOUNDATION PLAN - TELLER ALTERNATE #1

            KEYNOTES - TELLER ALTERNATE #1
1 SAND-OIL INTERCEPTOR. CONTRACTOR TO COORDINATE SIZE AND LOCATION WITH MECHANICAL.
2 CAST-IN-PLACE TRENCH DRAIN. COORDINATE SIZE, LOCATION, AND ELEVATIONS WITH MECHANICAL

CONTRACTOR. REFERENCE DETAIL D3/S-501.
3 APPROXIMATE EXTENTS OF EXISTING TUNNEL. CONTRACTOR TO FIELD VERIFY LOCATION AND

ELEVATIONS DURING EXCAVATION.

SCALE:  3/4" = 1'-0"D3 TRENCH DRAIN/CONCRETE SLAB - TELLER ALTERNATE #1

SCALE:  1/8" = 1'-0"C3 EXISTING BUILDING FIRST FLOOR FRAMING PLAN PLAN NORTH
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A. GENERAL CONTRACTOR IS RESPONSIBLE FOR ALL DEMOLITION NECESSARY TO ALLOW FOR 
COMPLETION OF WORK AS DESCRIBED IN THE CONSTRUCTION DOCUMENTS - DEMOLITION 
OPERATIONS SHALL INCLUDE, BUT ARE NOT LIMITED TO THE ITEMS DESCRIBED BY KEYNOTES 
HEREIN. REFERENCE STRUCTURAL, MECHANICAL, AND ELECTRICAL DOCUMENTS FOR 
ADDITIONAL INFORMATION.

B. ALL SURFACES DAMAGED DURING DEMOLITION SHALL BE REPAIRED FOR APPLICATION OF NEW 
FINISHES OR PATCHED TO MATCH EXISTING. INDEPENDENT TRADES ARE RESPONSIBLE FOR 
THEIR RESPECTIVE CUT AND PATCH. R

C. CONTRACTOR SHALL FIELD VERIFY ALL EXISTING CONDITIONS AND DIMENSIONS WHICH ARE TO 
MATCH EXISTING CONSTRUCTION. CONTACT A/E WITH DISCREPANCIES
.

D. SALVAGE ALL EXISTING REMOVED WOOD COMPONENTS (TELLER , PANELS, TRIM AND MOLDINGS) 
FOR REUSE IN REPAIR AREAS.

E. WHERE EXISTING WALL/ FLOOR FINISHES ARE REMOVED. PATCH AND REPAIR SUBSTRATES FOR 
PROPOSED FINISHES.
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ADD3
1. REMOVE PORTION OF EXISTING EXTERIOR WALL ASSEMBLY. WOOD STUD WITH BRICK 

VENEER. FOR NEW OPENING.
2. REMOVE PORTION OF EXISTING INTERIOR WALL ASSEMBLY.  WOOD STUD.  FULL HEIGHT.
3. REMOVE PORTION OF EXISTING INTERIOR WALL ASSEMBLY.  WOOD STUD.  FOR NEW 

OPENING.
4. EXISTING CASED OPENING TO REMAIN. PREPARE FRAME FOR NEW DOOR.
5. REMOVE PORTION OF EXISTING DUMBWAITER SHAFT.  FLOOR TO FLOOR.
6. REMOVE PORTION OF EXISTING WOOD PANEL AND TRIM ASSEMBLY.  SALVAGE FOR REUSE 

IN REPAIR AREAS. PATCH, FILL HOLES, PREPARE SURFACE FOR NEW FINISH.
7. REMOVE PORTION OF EXISTING WOOD PANEL AND TRIM ASSEMBLY TO INSTALL NEW 

WALL/FRAME ASSEMBLY.
8. REMOVE EXISTING DOOR AND FRAME ASSEMBLY.
9. REMOVE EXISTING WOOD FRAMED WINDOW.  
10. REMOVE EXISTING DUMBWAITER HOISTWAY ENTRANCE.
11. REMOVE PORTION OF EXISTING DOOR HARDWARE.
12. REMOVE EXISTING TELLER COUNTER ASSEMBLY.
13. REMOVE EXISTING NIGHT DEPOSITORY ASSEMBLY.  ONE DEPOSITORY THROUGH THE 

EXTERIOR WALL.  TWO SAFES.  PATCH FLOOR FLUSH WITH ADJACENT SURFACES.
14. REMOVE EXISTING COUNTER. PATCH HOLES TO MATCH ADJACENT SURFACES.
15. REMOVE EXISTING SURFACE MOUNTED SHELF.
16. REMOVE EXISTING BUILT IN SHELVING.
17. REMOVE EXISTING COAT ROD AND SHELF.  CLEAN, SALVAGE, REINSTALL
18. NOT USED.
19. REMOVE EXISTING SURFACE MOUNTED CURTAIN RAIL.
20. REMOVE EXISTING FIRE EXTINGUISHER CABINET.  SALVAGE FIRE EXTINGUISHER FOR 

REUSE.
21. REMOVE EXISTING ACOUSTIC TILE FROM WALL.
22. EXISTING DISPLAY CASE TO REMAIN.  MODIFY AS DIRECTED WITHIN DOCUMENTS..
23. REMOVE EXISTING BULKHEAD ABOVE TELLER LINE.  
24. REMOVE PORTION OF EXISTING GYPSUM BOARD CEILING ASSEMBLY.
25. REMOVE PORTION OF EXISTING SUSPENDED CEILING ASSEMBLY.
26. REMOVE EXISTING PLUMBING FIXTURE.
27. REMOVE EXISTING TOILET ACCESSORIES.
28. REMOVE EXISTING FLOORING AND VINYL BASE WHERE OCCURS.
29. NOT USED.
30. NOT USED.
31. CUT OFF PENETRATIONS FLUSH WITH FLOOR.  CAP/FILL PENETRATIONS FLUSH WITH 

ADJACENT SURFACE.
32. EXISTING DUMBWAITER SHAFT TO REMAIN ON THIS FLOOR. EXISTING SHAFT TO REMAIN TO 

PROVIDE ACCESS BETWEEN CEILING CAVITIES.
33. SHADED AREA REPRESENTS APPROXIMATE CUT AND PATCH AREA OF SLAB ON GRADE FOR 

UNDERFLOOR UTILITIES.
34. REMOVE EXISTING TELLER WINDOW AND PASS THRU ASSEMBLY.
35. REMOVE EXISTING BOX CONCEALING PIPE/CONDUIT TRANSITION
36. COORDINATE WITH MECHANICAL AND ELECTRICAL FOR NEW PENETRATION. PROVIDE 

WATERPROOFING AROUND NEW PENETRATION.
37. COORDINATE WITH MECHANICAL ON REMOVAL OF EXISTING PIPING PENETRATION. PATCH 

VOID TO MATCH ADJACENT SURFACE AND WATERPROOF EXTERIOR.
38. COORDINATE WITH ELECTRICAL TO PATCH ABANDONED FLOOR PENETRATIONS. PATCH TO 

MATCH ADJACENT SURFACE.
39. REMOVE, SALVAGE, CLEAN AND REINSTALL EXISTING LAY-IN GRILL PANELS FOR ACCESS TO 

LOCATION OF NEW FIRE SPRINKLER INSTALLATION.
40. REMOVE EXISTING WALL BOARD FOR ACCESS TO EXISTING PLUMBING.
41. REMOVE EXISTING/REMAINING WINDOW MUNTIN.  CLEAN WINDOWS AND ADHESIVE 

RESIDUE.
42. REMOVE EXISTING WALLCOVERING AND ADHESIVE.  PREPARE SURFACE FOR NEW FINISH.
43. REMOVE EXISTING LOCKERS, BASE, AND RELATED ITEMS. SALVAGE PORTION FOR 

REINSTALLATION.
44.  EXISTING DISPLAY CASE TO REMAIN.
45.  REMOVE EXISTING LIGHT FIXTURE ASSEMBLY.
46.  SAW CUT AND REMOVE EXISTING VAULT DOOR ASSEMBLY.
47.  EXISTING UNDERGROUND CRAWL SPACE FOR PNEUMATIC TUBES AND ACCESS CABINET TO 
       REMAIN. APPROXIMATE LOCATION.
48. REMOVE EXISTING TOILET PARTITIONS. SALVAGE (6) LOCKERS FOR REINSTALLATION.
49. REMOVE EXISTING FLOORING THROUGHOUT ENTIRE FLOOR. SALVAGE PORTION OF 

EXISTING CARPET TILE. REINSTALL IN 130.
50. REMOVE EXISTING TILE AND BASE. PREP FOR NEW FINISH.
51. REMOVE EXISTING ROD AND SHELF. PATCH MOUNTING HOLES.
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A. PROVIDE BLOCKING AT PARTITIONS AS REQUIRED FOR MOUNTING OF FURNISHED AND NON-
FURNISHED WALL MOUNTED ITEMS.

B. ALIGN FINISHED FACE OF CONTINUOUS PARTITIONS THAT CHANGE PARTITION TYPES ALONG A 
STRAIGHT RUN.

C. EDGE OF INTERIOR DOOR FRAMES TO BE 4" FROM ADJACENT WALL, UNLESS NOTED OTHERWISE.

D. REFER TO SHEET A-601 FOR DOOR TYPES, WINDOW TYPES, AND NOTES.

E. REFER TO SHEET A-602 FOR ROOF FINISH SCHEDULE, KEYS AND GENERAL NOTES.

F. ALL WALL DIMENSIONS ARE TO FACE OF GYPSUM BOARD, CMU, BRICK, OR CONCRETE; UNLESS 
NOTED OTHERWISE

G. PATCH HOLES IN EXPOSED GYPSUM BOARD SURFACES TO REMAIN.

H. MILLWORK CONTRACTOR SHALL COORDINATE WITH ELECTRICAL CONTRACTOR AND DOOR 
HARDWARE FOR REMOVAL, MODIFICATION, AND REINSTALLATION OF EXISTING WOOD TRIM TO 
CONCEAL WIRING FOR NEW ELECTRIFIED DEVICES.

I. ALL INTERIOR WALL TYPES ARE TYPE W4A UNO.
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SCALE:  1/8" = 1'-0"
A1

LOWER LEVEL FLOOR PLAN
SCALE:  1/8" = 1'-0"

A3
FIRST LEVEL FLOOR PLAN

SCALE:  1/8" = 1'-0"
E3

FIRST LEVEL FLOOR PLAN - TELLER
SCALE:  1/8" = 1'-0"

E1
LOWER LEVEL FLOOR PLAN - TELLER
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1. REFINISH EXISTING MILLWORK WITH WORN OR DAMAGED FINISHES. MATCH ADJACENT 
FINISHED SURFACES. REFRESH REMAINING FINISHES, CLEAN AND POLISH. REFERENCE 
ALLOWANCE NO. 3 FOR ADDITIONAL INFORMATION.
A. HANDRAIL
B. BASEBOARD
C. CORNER TRIM
D. PANELS AND ADJACENT TRIM
E. DOORS AND ADJACENT TRIM 
F. BUILT-IN CABINETRY

2. MODIFY EXISTING DOOR.  REFER TO DOOR SCHEDULE FOR ADDITIONAL NOTES. DOOR PANEL 
IS TO BE SECURED IN CLOSED POSITION.

3. NEW FEC FOR EXISTING FE.
4. CONSTRUCT BOX OF MATERIAL MATCHING MILLWORK IN ROOM. WRAP CROWN AROUND THE 

BOX. REMOVE THE EXISTING CONSTRUCTION. BOX IS TO CONCEAL TRANSITION OF UTILITY 
FROM CEILING CAVITY INTO ADJACENT TUNNEL APPROXIMATELY 6” OUT FROM WALL.TBD.

5. REFINISH EXISTING WOOD WINDOW SILL. STAIN AND FINISH TO MATCH EXISTING.
6. FABRICATE AND INSTALL CASEWORK DOOR TO MATCH EXISTING.
7. REPAIR CASEWORK DOOR TO ENSURE PROPER CLOSURE AND OPERATIONS.
8. INFILL FORMER OPENING TO MATCH ADJACENT WALL AND WOOD TRIM/PANELING.
9. TYPICAL CASED OPENING, REFERENCE A-601 FRAME TYPES.
10. SALVAGED COAT ROD AND SHELF.  FINISH EXPOSED ENDS TO MATCH THE REST OF THE UNIT.  

INSTALL IN NEW LOCATION.
11. PATCH UNUSED HOLES IN GYPSUM BOARD WALLS.
12. ALIGN NEW WALL TO BACK SIDE OF CEILING TRIM.  REFERENCE B5/A-501 FOR LOCATION AND 

ALIGNMENT OF NEW WALL WITH EXISTING CONSTRUCTION.
13. ALIGN DOOR FRAME WITH EXISTING BAY WINDOW PROJECTION.
14. ALIGN NEW WALL TO EDGE OF WINDOW TRIM.
15. REFERENCE STRUCTURAL FOR SUPPORT REQUIRED ON NEW PARTIAL HEIGHT WALL PER 

DETAIL A6/S-001.
16. 3" GROMMET.
17. PROPOSED MODULAR FURNITURE WORKSTATION ARRANMENT PROVIDED FOR REFERENCE 

ONLY.
18. LAMINATE 3/8” GYPSUM BOARD OVER FACE OF EXISTING WALL. FULL HEIGHT.
19. EXTERIOR EQUIPMENT PADS. COORDINATE SIZE, LOCATION, & QUANTITY WITH MECHANICAL.
20. COORDINATE WITH MECHANICAL ON LOCATION OF NEW FDC. CONSTRUCT PLYWOOD BOX 

WITH FINISH VENEER MATCHING CASEWORK. BOX TO BE APPROX WIDTH OF DOOR, DEPTH TO 
BE LESS THAN DEPTH OF CABINET WITH DOOR CLOSED. HEIGHT TO BE COORDINATED WITH 
EXTERIOR INSTALLATION HEIGHT.

21. EXISTING ELECTRICAL CONDUIT TO REMAIN. PRIME AND PAINT WALL FIELD COLOR.
22. COFFER ARRANGEMENT IN HIGH CEILING ABOVE FOR REFERENCE ONLY.
23. REMOVE EXISTING PANEL INFILL AND REPLACE WITH NEW TILE INFILL AS USED IN LOBBY.
24. PATCH AND REPAIR WALL TO MATCH ADJACENT SURFACES.
25. PROVIDE SIGN TYPE 1, TO BE INSTALLED ON FURNITURE GLASS PANELS, FURNITURE N.I.C. 

REFERENCE A-602.
26. PROVIDE SIGN TYPE 2, REFERENCE A-602.
27. REPAIR EXISTING FURRED WALL SUBSTRATE FROM REMOVAL OF THE WOOD WAINSCOT.  

PREP FOR NEW FINISH TYPICAL.
28. REPAIR EXISTING WALL FROM REMOVAL OF DUMBWAITER SHAFT.  FLUSH WITH EXISTING 

ADJACENT SURFACES.  PREP FOR NEW FINISH.
29. INFILL OPENING WITH CONSTRUCTION TO MATCH EXISTING FLUSH W/ADJACENT SURFACES.
30. REPLACE DAMAGED WOOD DOOR STOP TRIM.
31. EXTENT OF WOOD WAINSCOT. SEE ELEVATIONS AND DETAIL D2/A-501.
32. EXISTING SHELVING TO REMAIN.
33. INSTALL SALVAGED LOCKERS.
34. NEW OPENING IN EXISTING STUD WALL CONSTRUCTION. REFERENCE STRUCTURAL FOR 

SPECFIC INFORMATION.  

PLAN NORTH
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1. SALVAGED COAT ROD AND SHELF.  FINISH EXPOSED ENDS TO MATCH THE REST OF THE 
UNIT.  INSTALL IN NEW LOCATION.

2. NEW ACCESSIBLE COAT ROD AND SHELF.  DETAILS TO MATCH EXISTING.
3. NOT USED.
4. TIME CLOCK.  OFOI
5. REFINISH EXISTING WOOD WINDOW SILL. STAIN AND FINISH TO MATCH EXISTING.
6. FABRICATE AND INSTALL CASEWORK DOOR TO MATCH EXISTING.
7. REPAIR CASEWORK DOOR TO ENSURE PROPER CLOSURE AND OPERATIONS.
8. FINISHED END PANEL.
9. COUNTER SUPPORT BRACKET.
10. NEW CROWN MOLDING TO MATCH EXISTING PROFILE.  REFER TO #4,5,6 ON E4/A-501.
11. EXISTING DOOR ASSEMBLY TO BE REMOVED.
12. EXISTING FEC TO BE REMOVED.
13. EXISTING WOOD TRIM/PANEL TO BE REMOVED.
14. MODIFY EXISTING WOOD TRIM/PANEL
15. EXISTING PANEL BOX TO REMAIN.
16. NOT USED.
17. PT2 — INSTALLED BEHIND WATER COOLERS WITH SCHLUTER TRIM
18. SCREEN.  OFOI
19. NOT USED.
20. FLOOR SAFE. OFOI
21. PROVIDE NEW TRIM TO MATCH EXISTING.
22. EXISTING DUMBWAITER SHAFT TO REMAIN. FILL VOID AT ENTRANCE FRAME.
23. PROVIDE ADDITIONAL BRACING IN CABINET TO SUPPORT NLB PARTITION AROUND THE 

MAILBOXES.
24. INFILL TO MATCH ADJACENT PANELED WALL.  
25. DOOR FRAME, TRIM AND TRANSOM TO MATCH ADJACENT BUILDING PROFILES EACH SIDE.
26. NOT USED.
27. REMOVE EXISTING GLASS DOOR PANELS AND CORK.
28. INSTALL NEW NATURAL CORK WITHIN FRAME.
29. MONITOR. OFOI
30. ALIGN JAMB TRIM NEXT TO WAINSCOT TRIM.
31. REPAIR PANEL WAINSCOT AND TRIM WHERE DOOR FALLS.
32. PULL OUT SHELVES
33. 1/4" PEGBOARD ATTACHED TO 1X FURRING ON WALL.   PAINT TO MATCH WALL.
34. LOCKER UNITS
35. TRANSOM WOOD TRIM TO MATCH EXISTING - TYP
36. SEMI-RECESSED FIRE EXTINGUISHER CABINET. EXTEND WOOD TRIM AROUND CABINET.
37. REFERENCE STRUCTUREAL A3 ON S-001.

A. ALIGN FINISHED FACE OF CONTINUOUS PARTITIONS THAT CHANGE PARTITION TYPES ALONG A 
STRAIGHT RUN.

B. EDGE OF INTERIOR DOOR FRAMES TO BE 4" FROM ADJACENT WALL, UNLESS NOTED OTHERWISE.

C. ALL WALL DIMENSIONS ARE TO FACE OF GYPSUM BOARD, CMU, BRICK, OR CONCRETE; UNLESS 
NOTED OTHERWISE.

D. SEE BUILDING ACCESSORIES FOR ADDITIONAL INFORMATION.

E. COORDINATE GROMMET LOCATION WITH OWNER.

F. CABINET DEPTH (NOT INCLUDING DOORS) U.N.O.
WALL CABINET = 14"
BASE CABINET = 24"
TALL CABINET = 24"

G.          REFER TO  CABINET KEY AND LEGEND ON A-411 SHEET.

H.           AT TALL CABINETS, PROVIDE 1" THICK DOOR PANEL. 

I.            UNO, THE INTENT FOR MODIFICATIONS AND NEW CONSTRUCTION IS TO MATCH THE ORIGINAL 
              DETAILING PROFILES.

J. PROVIDE FILLER STRIP TYPICAL AT ALL CABINET ADJACENT TO A WALL. MATCH CABINET FINISH.

SP
4'-0"

BC
3'-4"

BC
3'-4"

3'
-6

"

W4A W4A

PLAM2 PLAM2

6'-7" 3'-3" 5'-8 1/2"

A5

A-501

A5

A-501

A6

A-501
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NEW EXISTING

CJ
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3'-4" TYP.
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P1

P3P3

P1

022C

STORAGE

ALCOVE

P3P3

1'-10 1/2" 1'-10" 3'-0 1/2" 3'-4 3/4"4"
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3'-4" TYP.EQ EQ
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DB
1'-6"
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1'-6"

BC
3'-0"

3'
-4
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BC
2'-0"

BC
2'-0"

CB
4'-0"

3'-0"

3'
-0

"

PEG-BOARD

UC
4'-0"

UC
3'-0"

7'
-0

"

FP
2 1/2"

FP
2"

3'
-0

"

BC
3'-6"

BC
3'-6"
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SCALE:  1/4" = 1'-0"
B2

ELEVATION - MEETING 022A, SOUTH SCALE:  1/4" = 1'-0"
B4

ELEVATION - MEETING 022A, WEST

SCALE:  1/4" = 1'-0"
C5

ELEVATION - MEETING 022A, NORTH
SCALE:  1/4" = 1'-0"

C1
ELEVATION - OPEN OFFICE 034 - SOUTH

SCALE:  1/4" = 1'-0"
C2

ELEVATION - HALL 018 - WEST

SCALE:  1/4" = 1'-0"
D3

ELEVATION-WORK 017 - EAST
SCALE:  1/4" = 1'-0"

D4
ELEVATION-WORK 017 -  NORTH

SCALE:  1/4" = 1'-0"
B1

ELEVATION - MEETING 022A, EAST

SCALE:  1/4" = 1'-0"
E1

ELEVATION - PRINTING 013 - TALL STOR. -SOUTH
SCALE:  1/4" = 1'-0"

E3
ELEVATION - PRINTING 013 - NORTH

SCALE:  1/4" = 1'-0"
E4

ELEVATION - PRINTING 013 - EAST

SCALE:  1/4" = 1'-0"
E5

ELEVATION - PRINTING 013 - WEST - ISLAND
SCALE:  1/4" = 1'-0"

D2
ELEVATION - WORK ROOM 017 - NORTH

SCALE:  1/4" = 1'-0"
D1

ELEVATION - WORK ROOM 017 - WEST

SCALE:  1/4" = 1'-0"
E2.1

ELEVATION - PRINTING 013 - TALL STOR. - WEST
SCALE:  1/4" = 1'-0"

E2.2
ELEVATION - PRINTING 013 - WEST

SCALE:  1/4" = 1'-0"
C4

ELEVATION - STORAGE 130 - WEST

ISSUE DATE DESCRIPTION

ADD4 03/14/2024 ADD4

02/23/2024



SEALANT JOINT

5/8" GWB

REMOVE TRIM

GL2.1

STAINLESS STEEL GLAZING CHANNEL

THE INTENT OF THE DETAIL ABOVE IS TO ILLUSTRATE HOW THE
NEW CONSTRUCTION IS TO ALIGN WITH THE EXISTING 
CONSTRUCTION

QTZ1

GL2.1

STAINLESS STEEL 
GLAZING CHANNEL

STAINLESS STEEL 
GLAZING CHANNEL

REMOVE TRIM

2X WD BLKG

5/8" GWB

ALIGN NEW WALL AT BACK EDGE OF EXISTING TRIM

THE INTENT OF THE DETAIL ABOVE IS TO ILLUSTRATE HOW THE
NEW CONSTRUCTION IS TO ALIGN WITH THE EXISTING 
CONSTRUCTION

TRUSS BRG
111'-10 7/8"

THE IMAGES ABOVE ARE FROM THE ORIGINAL CONSTRUCTION DOCUMENTS.
MODIFICATIONS TO EXISTING MILLWORK SHALL MATCH THE ORIGINAL PROFILES TO MATCH THE ADJACENT INSTALLATIONS.
NEW MILLWORK PROVIDED AS PART OF ALTERNATE 2 IN THE ADDITION IS INTENDED TO MATCH THE ORIGINAL PROFILES.  SUBSTITUTIONS
FOR PROFILES MUST BE SUBMITTED AND APPROVED PRIOR TO BIDDING.

3'-4"

12'-8"

3'
-6

"

2'
-6

"

2'-8" 6" 2'-8" 6" 2'-8" 1"6"1'-3"6"1'-3"1"

E
Q

.
E

Q
.

E
Q

.
E

Q
.

TOP OF COUNTER

FALSE MUNTINS 
FROM 1" WIDE 
FROSTED 
WINDOW FILM

45° 6"

TOP OF COUNTER

B3

A-501

A3

A-501

4"

CENTER VERTICAL TRIM 
TO GAP IN GLAZING 
ABOVE.

QTZ1

PT4

PLYWOOD BACKER

1"

STAINLESS STEEL GLAZING CHANNEL

GL2.1

REF A6/S-001

2'-6" +/-

EXISTING LOUVER OPENING

1" OVERHANG

ALIGN

MODIFY EXISTING FRAMING. 
ADD ADDITIONAL HEADER -
ACROSS OPENING TO SUPPORT 
WINDOW.  ADD LOOSE LINTEL 
TO SUPPORT SILL AND BRICK.  
REFER STRUCT. HOLD NEW 
OPENING 42" W X 26" H AS HIGH 
AS POSSIBLE.-

THE INTENT OF THE 
COUNTER AND 
ENCLOSURE IS TO 
COVER THE DUCT 
TRANSITION.

PROVIDE 16" X 30" 
MIN. SIZE OPENING 
IN FLOOR. VERIFY 
EXISTING OPENING 
IN FLOOR  IS 
ADEQUATE.

PLAM4

TOF
99'-6 1/4"

PLAM BOX. 3 SIDED. 
REMOVABLE FACE. APPLY 
MOLDING TO FACE TO 
MIMIC ADJACENT 
EXISTING PANEL.

NEW COUNTER TO ALIGN 
WITH EXISTING SILL.

BACKSPLASH. HEIGHT TO 
BOTTOM OF EDGE OF THE 
TOP PANEL MOLDING.

C3

A-501

WD2
@ SIM REMOVE THE WOOD 
PANEL AND REPLACE WITH 
PAINT OR PORCELAIN TILE 
PER INTERIOR ELEVATIONS. 

REMOVE  AND 
REPLACE EXISTING 
VERTICAL EDGE TRIM

2X WD FRAMING

W4A

VERTICAL WOOD TRIM 
RUNS INTO MOULDING

QTZ1

MODESTY PANEL BY 
CASEWORK SUPPLIER

WD BASE

WD TRIM  

WD1

COUNTER 
WATERFALL EDGE

PLYWOOD BACKER

P1

1'
-0

 1
/2

"

COUNTER 
SUPPORT BY 
CASEWORK 
SUPPLIER

COUNTER 
SUPPORT BY 

CASEWORK 
SUPPLIER

GROMMET

GROMMET

PLAM2

P1

PLYWOOD BACKER

1"

REF A6/S-001

PLAM2

P1

PLYWOOD BACKER1'-6 1/2"

CASEWORK VARIES 
SEE ELEVATION

REF A6/S-001

QTZ1

PT4

PLYWOOD BACKER1'-7 1/16"

CASEWORK VARIES 
SEE ELEVATION

REF A6/S-001

QTZ1

PT4

PLYWOOD BACKER

1"

4"
2'

-8
"

REF A6/S-001
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SCALE:  1 1/2" = 1'-0"
B3

DETAIL - FINANCE WINDOW HEAD

SCALE:  1" = 1'-0"
A4

DETAIL - FINANCE WINDOW SILL

SCALE:  1 1/2" = 1'-0"
C5

DETAIL - CEILING DROP WALL CONNECTION

SCALE: NOT TO SCALE
D6

MILLWORK - COAT RACK DETAIL
16/18

SCALE: NOT TO SCALE
D4

DETAIL - INTERIOR MOULDING SCHEDULE

1/19

5/19

SCALE:  1/2" = 1'-0"
A1

ELEVATION - FINANCE  WINDOW DETAIL AND TRIM

SCALE: NOT TO SCALE
A3

DETAIL - FINANCE FRONT DESK SECTION
9/17

SCALE:  1/2" = 1'-0"
C3

SECTION - OFFICE 116, LOUVER DETAIL
SCALE: NOT TO SCALE

C2
ELEVATION - OFFICE 116, LOUVER DETAIL

N/16

SCALE: NOT TO SCALE
D2

DETAIL - WAINSCOT & PANELING
SHEET 189/17SCALE:  1 1/2" = 1'-0"

D1
DETAIL - NEW WALL @ EXIST

08/17

SCALE:  1 1/2" = 1'-0"
E1

DETAIL - END WALL @ WAINSCOT
08/17

SCALE:  1 1/2" = 1'-0"
C1

DETAIL - MODESTY PANEL SECTION, FRONT DESK

SCALE:  1 1/2" = 1'-0"
D3

WALL SECTION - PANELING & WAINSCOT
9/17

THE IMAGES ABOVE ARE FROM THE ORIGINAL CONSTRUCTION DOCUMENTS.
THE INTENT IS TO PROVIDE INFORMATION ON THE EXISTING MILLWORK PROFILES.

SCALE:  1" = 1'-0"
A5

DETAIL - IT DESK SECTION NO GLAZING
SCALE:  1" = 1'-0"

A6
DETAIL - IT DESK SECTION W/ CASEWORK

SCALE:  1" = 1'-0"
B6

DETAIL - LOBBY FRONT DESK SECTION W/ CASEWRORK
SCALE:  1" = 1'-0"

B5
DETAIL - LOBBY DESK SECTION

ISSUE DATE DESCRIPTION
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DOOR SCHEDULE REMARKS

1. EXISTING
2. MILLWORK CONTRACTOR SHALL COORDINATE WITH ELECTRICAL 

CONTRACTOR AND DOOR HARDWARE FOR REMOVAL, 
MODIFICATION, AND REINSTALLATION OF EXISTING WOOD TRIM 
TO CONCEAL WIRING FOR NEW ELECTRIFIED DEVICES.

3. EXISTING DOOR AND FRAME ASSEMBLY TO REMAIN
4. EXISTING DOOR PINNED SHUT IN OPENING 
5. EXISTING DOOR SECURED BY DEADBOLT. LEAVE HARDWARE ON 

DOOR. 
6. REMOVE EXISTING DOOR HARDWARE. PIN NAIL DOOR TO 

SECURE IN OPENING. PROVIDE NEW TRIM MOLDING AROUND 
DOOR PERIMETER ON BOTH SIDES. 

7.           CREATE A REVERSE DIVIDED LITE LOOK WITH APPLIED FILM. 
              CLEAR GLASS/NO FILM AT THE MUNTIN LOCATIONS.  FILM AT
              THE LITE LOCATIONS.

DOOR SCHEDULE ABBREVIATIONS

AL ALUMINUM
EX EXISTING
HM HOLLOW METAL
IHM INSULATED HOLLOW METAL
WD WOOD
SS STAINLESS STEEL

DOOR SCHEDULE REMARKS

A. DOORS WITH REMARK 1 ARE EXISTING DOORS AND FRAMES 
THAT ARE INTENDED TO REMAIN. INFORMATION IN THE 
SCHEDULE RELATED TO DOOR OR FRAME TYPE IS FOR 
REFERENCE, ESPECIALLY WHERE IT CONCERNS ADDITION OF 
ELECTRIFIED HARDWARE COMPONENTS AND INSTALLATION 
WITH THE EXISTING CONDITIONS.

B. NOTE 3 MAY APPEAR REDUNDANT, BUT IS FURTHER DEFINED 
WITH NOTES 4, 5, OR 6.

C. NO DOORS HAVE BEEN IDENTIFIED FOR SALVAGE AND REUSE.

GL1.2 = 1/4" FLOAT CLEAR
GL1.3 FT = 3/8" TEMPERED GLASS
GL2.1 = 3/8" TEMPERED GLASS
GL3.1 = 1" INSULATING CLEAR 
GL4.1 = 1/4" AND 3/8" LAYERED FLOAT GLASS
GL5.1     = 1" INSULATING SPANDREL
GL6.1     = ONE WAY GLASS

ALL GLASS TO BE HEAT STRENGTHENED UNLESS DESIGNATED AS "FT" SUFFIX 
(FULLY TEMPERED)

GLAZING LEGEND

F FG OH
FLUSH

10
"

E
Q

EQ EQ

E
Q

E
Q

E
Q

E
Q

WINDOW PANEL 

IF INDICATED

FULL GLASS LITE SECTIONAL

A
6-PANEL

C
GLAZED

BOD TRUSTILE
TS6000

BOD TRUSTILE
FL1210

F2 F3F1

REFERENCE ORIGINAL DETAILS ON SHEET HEREIN FOR NEW CONSTRUCTION.
AT BORROWED LIGHT,  FALSE MUNTIN SECURELY APPLIED TO EACH FACE OF 
GLASS MAY BE PROVIDED IN LIEU OF THE ORIGINAL DIVIDED LITE.

F4

R
E

F
 S

C
H

E
D

U
LE

2"

2"

SCHEDULE

REF 2"

F5

R
E

F
 S

C
H

E
D

U
LE

4"

2"

SCHEDULE

REF 2"

SEE SCHEDULE

5'
-8

"

4'-0"

GL3.1

GL5.1
AT SIM

E1

A-601

D1

A-601

C1

A-601

D5

A-601

NEW

C5

A-601
NEW

E5

A-601

NEW

ADD4

WD WINDOW SYSTEM

2X WD HEADER

GYP BD. RETURNS 
BEYOND

2X4 WD STUD 
FRAMING
WD WINDOW TRIM

WD WINDOW SYSTEM

GYP BD. RETURNS 
BEYOND

4" WD STUD 
FRAMING

WD BULLNOSE TRIM & 
SILL

2X WD STUD

WD CHAIR RAIL

WD STOP
GASKET

3/8" 1/4"
1/2"

WD WINDOW SYSTEM

GYP BD. RETURNS 
BEYOND

4" WD STUD 
FRAMING

2X WD STUD

WD TRIM

FIRST LEVEL
100'-0"

3'
-6

"
3'

-8
"

7'
-2

"

GL6.1

5'-4"

8'-8"

2" 2'-6" 2" 3'-0" 2" 2'-6" 2"

8'
-8

"

2"
1'

-4
"

2"
7'

-0
" GL-3.1

GL-3.1

FT FT

GL-3.1 GL-3.1 GL-3.1

D2

A-601

A4

A-502

CAULK

STONE SILL

FACE BRICK

WAINSCOT AND TRIM

ALUM. CLAD WD FRAME

5/8" GYP

2X4 WD STUD 
W/BATT 
INSULATION

3/4" RIGID 
INSULATION

1" 3 5/8" 1"

 4 
1/

8"

END CAP  TO 
MATCH 
EXISTING SILL.

3/4" RIGID 
INSULATION

2X4 WD STUD 
W/BATT 
INSULATION

MOULDING AND TRIM

CAULK

ALUM CLAD WD FRAME

FACE BRICK

EXISTING 
EXTERIOR WALL 
ASSEMBLY, TYP.

ALUM CLAD WD FRAME

MOULDING AND TRIM

STONE VOUSSOIRS

CAULK

CEILING AS SCHEDULED

5"
1'

-1
 3

/8
"

LOOSE LINTEL 
AND DRIP 
FLASHING

CAST STONE

WRAP AIR BARRIER
ONTO JAMB - TYP

SEALANT AND
BACKER ROD

ALUMINUM 
STOREFRONT

SEALANT

3'
-9

"
3'

-0
"

4'-0"

2 
1/

2"

2 1/2"

EXTERIOR WALL 
ASSEMBLY

ALUM CLAD WD FRAME

MOULDING AND TRIM

STONE VOUSSOIRS

CAULK

CEILING AS SCHEDULED

5"
1'

-1
 3

/8
"

LOOSE LINTEL 
AND DRIP 
FLASHING

1'-2" 5/8"

1X BLOCKING

2X BLOCKING

SPRAY FOAM

AIR BARRIER

2" RIGID 
INSULATION

2X6 WD STUD 
W/BATT 
INSULATION

MOULDING AND TRIM

CAULK

ALUM CLAD WD FRAME

FACE BRICK

5/8" EXT GYP 
SHEATHING

1'-2" 5/8"

1X BLOCKING

2X BLOCKING

SPRAY FOAM

AIR BARRIER

CAULK

STONE SILL

FACE BRICK

WAINSCOT AND TRIM

ALUM. CLAD WD FRAME

5/8" GYP

2X6 WD STUD 
W/BATT 
INSULATION

2" RIGID 
INSULATION

1" 3 5/8"

 4 
1/

8"

5/8" EXT GYP 
SHEATHING

1'-2"

AIR BARRIER

2X WOOD BLOCKING
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DOOR SCHEDULE - BASE BID

MARK

DOOR FRAME

RATING HDWR REMARKS

SIZE

TYPE MATERIAL GLAZING TYPE MATERIAL GLAZINGWIDTH HEIGHT

002 3'-0" 7'-0" A WD - F2 WD - 17.0

003 3'-0" 7'-0" A HM - F2 WD - 14.0

004 3'-0" 7'-0" F WD - F2 WD - 1, EXISTING DOOR AND FRAME

004A 3'-0" 7'-0" A HM - F2 WD - 17.0

005 3'-0" 7'-0" F WD - F2 WD - 1, EXISTING DOOR AND FRAME

006A 3'-0" 7'-0" F WD - F3 WD GL1.2 1, EXISTING DOOR AND FRAME

006A.1 3'-0" 7'-0" F WD - F2 WD - 1, EXISTING DOOR AND FRAME

006B 3'-0" 7'-0" F WD - F2 WD - 1, EXISTING DOOR AND FRAME

009A 3'-0" 7'-0" A WD - F1 WD - 22.1 1, EXISTING DOOR AND FRAME

009C 3'-0" 7'-0" A WD - F2 WD - 23.1 1, EXISTING DOOR AND FRAME

010 3'-0" 7'-0" F HM - F2 HM - 7.1 1, EXISTING DOOR AND FRAME

012 3'-0" 7'-0" F WD - F2 WD - 9.0

013 3'-0" 7'-0" F HM - F2 HM - 18.0 1, EXISTING DOOR AND FRAME

016 3'-0" 7'-0" F HM F4 HM 8.0

018A 3'-0" 7'-0" A WD - F2 WD - 24.0 1, EXISTING DOOR AND FRAME

019 3'-0" 7'-0" F WD F2 WD 28.0 1, EXISTING DOOR AND FRAME

020 3'-0" 7'-0" F WD F2 WD 20.0 1, EXISTING DOOR AND FRAME

021A 3'-0" 7'-0" A WD - F2 WD - 22.1 1, EXISTING DOOR AND FRAME

022 3'-0" 7'-0" F WD - F2 WD - 28.0 1, EXISTING DOOR AND FRAME

022A 3'-0" 7'-0" A WD F2 WD 10.0

022B 3'-0" 7'-0" A WD F2 WD

022C 6'-0" 7'-0" C WD F2 WD 8.1 7

023 3'-0" 7'-0" HM F4 HM 12.0

027 3'-0" 7'-0" A WD F2 WD 8.0

028 3'-0" 7'-0" F WD F4 HM 12.0

029 3'-0" 7'-0" F WD - F4 HM - 1, EXISTING DOOR AND FRAME

030 3'-0" 7'-0" F HM - F2 WD - 90 MIN 22.0 1, EXISTING DOOR AND FRAME

032 3'-0" 7'-0" F HM - F2 HM - 13.0 1, EXISTING DOOR AND FRAME

101A.1 6'-0" 7'-0" FG AL GL3.1 EX AL GL3.1 1.0 1, EXISTING DOOR AND FRAME

101A.2 6'-0" 7'-0" C WD GL1.2 EX WD GL1.2 2.0 1,2, EXISTING DOOR AND FRAME

101B.1 6'-0" 7'-0" FG AL GL3.1 EX AL GL3.1 1.0 1, EXISTING DOOR AND FRAME

101B.2 6'-0" 7'-0" C WD GL1.2 EX WD GL3.1 2.0 1,2, EXISTING DOOR AND FRAME

102A 3'-0" 7'-0" C WD GL1.2 F1 WD - 11.0 7

102B 3'-0" 7'-0" C WD GL1.2 F1 WD - 11.0 7

103A 3'-0" 7'-0" A WD GL1.2 F1 WD - 27 1, EXISTING DOOR AND FRAME

103B 3'-0" 7'-0" F WD GL1.2 F1 WD - 25.0 1,3,5, EXISTING DOOR AND FRAME

103C 3'-0" 6'-8" F WD - F2 WD - 1,3,4, EXISTING DOOR AND FRAME

104 3'-0" 7'-0" A WD GL1.2 F1 WD - 1, EXISTING DOOR AND FRAME

105 3'-0" 7'-0" A WD GL1.2 F1 WD - 1, EXISTING DOOR AND FRAME

106 3'-0" 7'-0" A WD GL1.2 F1 WD - 1, EXISTING DOOR AND FRAME

107 3'-0" 7'-0" A WD GL1.2 F1 WD - 1, EXISTING DOOR AND FRAME

108A 3'-0" 7'-0" A WD GL1.2 F1 WD - 1, EXISTING DOOR AND FRAME

108B 3'-0" 7'-0" F WD - F2 WD - 1, 3, 5, EXISTING DOOR AND FRAME

109 3'-0" 7'-0" A WD GL1.2 F1 WD - 1, EXISTING DOOR AND FRAME

110 3'-0" 7'-0" A WD GL1.2 F1 WD - 1, EXISTING DOOR AND FRAME

111 3'-0" 7'-0" A WD GL1.2 F1 WD - 1, EXISTING DOOR AND FRAME

112 3'-0" 7'-0" A WD - F2 WD - 17.0

114 3'-0" 7'-0" C WD GL1.2 F3 WD - 15.0 7

115A 3'-0" 7'-0" A WD - F1 WD - 23.1 1, EXISTING DOOR AND FRAME

116 3'-0" 7'-0" A WD GL1.2 F1 WD - 27 1, EXISTING DOOR AND FRAME

117 3'-0" 7'-0" A WD GL1.2 F1 WD - 1, EXISTING DOOR AND FRAME

118 3'-0" 7'-0" A WD GL1.2 F1 WD - 1, EXISTING DOOR AND FRAME

119 3'-0" 7'-0" A WD GL1.2 F1 WD - 1, EXISTING DOOR AND FRAME

120A 3'-0" 7'-0" C WD GL1.2 F1 WD - 10.0 7

120B 3'-0" 7'-0" C WD GL1.2 F1 WD - 10.0 7

122 3'-0" 7'-0" A WD F1 WD -

123A 3'-0" 7'-0" A WD - F1 WD - 13.0

123B 3'-0" 7'-0" A WD GL1.2 F1 WD GL1.2 26.0 1,3,6, EXISTING DOOR AND FRAME

124 3'-0" 7'-0" A WD GL1.2 F1 WD GL1.2 1, EXISTING DOOR AND FRAME

130 3'-0" 7'-0" F IHM - F2 HM - 23.0 1, EXISTING DOOR AND FRAME

131A 3'-0" 7'-0" F IHM - F2 HM - 10.1

131B 8'-0" 7'-0" OH HM -

131C 8'-0" 7'-0" OH HM -

131D 8'-0" 7'-0" OH HM -

131E 8'-0" 7'-0" OH HM -

131F 8'-0" 7'-0" OH HM -

131G 8'-0" 7'-0" OH HM -

151 3'-0" 7'-0" FG AL GL3.1FT SF-1 AL GL3.1FT 6.1

152 3'-0" 7'-0" A WD F2 WD 8.0

153A 6'-0" 7'-0" C WD F2 WD - 5.1

153B 3'-0" 7'-0" A WD F3 WD GL2.1FT 8.0

153C 3'-0" 7'-0" A WD F2 WD 8.0

154 3'-0" 7'-0" A WD F2 WD 8.0

155 3'-0" 7'-0" F WD F4 HM 12.2

156A 3'-0" 7'-0" F IHM F5 HM 5.3

156B 3'-0" 7'-0" A WD F4 HM 5.2

159 3'-0" 7'-0" F WD F4 HM 12.0

160 3'-0" 7'-0" F WD F4 HM 12.2

162 3'-0" 7'-0" A WD F4 WD 17.0

163 3'-0" 7'-0" A WD F4 WD 17.0

SCALE:  1/4" = 1'-0"

LEGEND - DOOR TYPES

SCALE:  1/4" = 1'-0"

LEGEND - DOOR FRAME TYPES

SCALE:  1/4" = 1'-0"
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SCALE:  1 1/2" = 1'-0"

DETAIL - EXISTING DOOR JAMB
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SCALE:  1 1/2" = 1'-0"

DETAIL - EXISTING TRANSOM HEAD
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DETAIL - EXISTING DOOR TRANSOM
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DETAIL - EXISTING DOOR MULLION
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SCALE:  1 1/2" = 1'-0"

DETAIL - EXISTING DOOR BASE
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SCALE:  1 1/2" = 1'-0"

DETAIL - EXISTING JAMB & WAINSCOT
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SCALE:  1 1/2" = 1'-0"

DETAIL - EXISTING DOOR HEAD
15/14SCALE:  1 1/2" = 1'-0"

B1
DETAIL - JAMB/HEAD @ WD WINDOW

SCALE:  1 1/2" = 1'-0"
A1

DETAIL - SILL @ WINDOW 1

*DETAILS LOCATED ON A-601 DIRECTLY 
ADJACENT TO FRAME TYPES.*

SCALE:  1 1/2" = 1'-0"
A2

DETAIL - SILL @ WINDOW 2

SCALE:  1/4" = 1'-0"

W6
SCALE:  1/4" = 1'-0"

SF-1

SCALE:  1 1/2" = 1'-0"
C1

WINDOW 5 SILL DETAIL

SCALE:  1 1/2" = 1'-0"
D1

WINDOW 5 JAMB DETAIL

SCALE:  1 1/2" = 1'-0"
E1

WINDOW 5 HEAD DETAIL

SCALE:  1 1/2" = 1'-0"
D2

JAMB DETAIL AT SF-1
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SCALE:  1 1/2" = 1'-0"
E5

WINDOW 5 HEAD DETAIL @ NEW

SCALE:  1 1/2" = 1'-0"
D5

WINDOW 5 JAMB DETAIL @ NEW

SCALE:  1 1/2" = 1'-0"
C5

WINDOW 5 SILL DETAIL @ NEW

ADD4



ROOM FINISH SCHEDULE REMARKS

1. INCLUDE (B1) WINDOW BLINDS ON ALL INTERIOR AND 
EXTERIOR WINDOWS IN ROOMS INDICATED.

2. INCLUDE (B2) WINDOW BLINDS ON ALL INTERIOR AND 
EXTERIOR WINDOWS IN ROOMS INDICATED.

3. INCLUDE VINYL STAIR NOSING (VSN1) FOR CARPET ON 
STAIRS

4. INCLUDE VINYL STAIR NOSING (VSN2) FOR LVT ON
STAIRS.

5. REFERENCE FLOOR PLAN AND ELEVATIONS WHERE 
MULTIPLE FINISHES OCCUR ON ONE WALL.

6. INCLUDE (RS1) MANUAL ROLLER SHADES ON ALL EXTERIOR  
WINDOWS IN ROOM. 

ROOM FINISH SCHEDULE GENERAL NOTES

1 PAINT ALL EXPOSED STRUCTURE. U.N.O.
2 ALL EXISTING WOOD PANELING AND WOOD BASE TO 

REMAIN. WHERE (WB1) WOOD BASE IS INDICATED, ONLY 
INSTALL NEW BASE ON NEW WALLS AS NEEDED OR WHERE 
THERE IS NO EXISTING WOOD BASE. 

3 INCLUDE PROPER FLOORING TRANSITIONS WHERE 
NEEDED. 

4. DO NOT PAINT ANY EXISTING WOOD TRIM OR PANELING. 

STANDARD INTERIOR ABBREVIATIONS

APC ACOUSTICAL PANEL CEILING 2X4
AWP ACOUSTICAL WALL PANEL
BCMU BURNISHED CONCRETE MASONRY UNIT
CG CORNER GUARD
CMU CONCRETE MASONRY UNIT
CONC CONCRETE
CPT CARPET
CT CERAMIC TILE
DCMU DECORATIVE CONCRETE MASONRY UNITS
EP EPOXY PAINT
EPF EPOXY FLOORING
FRP FIBERGLASS REINFORCED PANEL
GLT GLASS TILE
GT GROUT
GWB GYPSUM WALL BOARD
LVT LUXURY VINYL TILE
MB METAL BASE
MPC METAL PANEL CEILING
P PAINT
PCONC POLISHED CONCRETE
PLAM PLASTIC LAMINATE
PT PORCELAIN TILE
PTB PORCELAIN TILE BASE
QT QUARRY TILE
QTB QUARRY TILE BASE
RAF RESILIENT ATHLETIC FLOORING
RBR RUBBER FLOORING
RBRT RUBBER TILE FLOORING
RBRS RUBBER SHEET FLOORING
RSTA RUBBER STAIR TREAD / NOSING
RP RESINOUS PANEL
SC SEALED CONCRETE
SCMU SPLITFACED CONCRETE MASONRY UNIT
SSM SOLID SURFACE MATERIAL
ST STAIN
STCONC STAINED CONCRETE
SVF SHEET VINYL FLOORING
TER TERRAZZO
RB RESILIENT BASE
VCT VINYL COMPOSITION TILE
VWC VINYL WALL COVERING
WB WOOD BASE
WCPT WALK-OFF CARPET TILE
WP WALL PROTECTION
WPC WOOD PANEL CEILING
WG WALL GUARD

ROOM NAME

WINDOW SIZES FOR BLIND (VERIFY IN FIELD)

ROOM NUMBER WINDOW SIZES 

OFFICE ONE WINDOW AT 48" W X 3'9"H022

OFFICE 103

OFFICE

OFFICE

104

105

TWO WINDOWS AT 14”W X 5’8”H AND ONE WINDOW AT 3’W X 5’8”H

TWO WINDOWS AT 14”W X 5’8”H AND ONE WINDOW AT 3’W X 5’8”H

OFFICE TWO WINDOWS AT 14”W X 5’8”H AND ONE WINDOW AT 3’W X 5’8”H106

OFFICE TWO WINDOWS AT 14”W X 5’8”H AND ONE WINDOW AT 3’W X 5’8”H109

OFFICE 107 ONE WINDOW AT 14”W X 5’8”H, ONE WINDOW AT 3’W X 5’8”H, AND ONE WINDOW AT 4’W X 5’8”H. 

OFFICE TWO WINDOWS AT 14”W X 5’8”H AND ONE WINDOW AT 3’W X 5’8”H

OFFICE TWO WINDOWS AT 14”W X 5’8”H AND ONE WINDOW AT 3’W X 5’8”H

OFFICE TWO WINDOWS AT 14”W X 5’8”H AND ONE WINDOW AT 3’W X 5’8”H

OFFICE TWO WINDOWS AT 14”W X 5’8”H AND ONE WINDOW AT 3’W X 5’8”H

116

117

118

119

OFFICE

OFFICE

OFFICE

110

114

111

ONE WINDOW AT 5’8”W X 5’8”H AND TWO WINDOWS AT 14”W X 5’8”H.

TWO EXTERIOR BAY WINDOWS WITH ONE SECTION AT 4’-8”W X 5’-6”H AND TWO SECTIONS AT 2’-2”W.

ONE WINDOW AT 8’6”W X 5’8”H AND TWO WINDOWS AT 14”W X 5’8”H. 

OFFICE ONE WINDOW AT 48" W X 3'9"H032

OFFICE 103 TWO WINDOWS AT 14”W X 5’8”H AND ONE WINDOW AT 3’W X 5’8”H

OFFICE

OFFICE

104

105

TWO WINDOWS AT 14”W X 5’8”H AND ONE WINDOW AT 3’W X 5’8”H

TWO WINDOWS AT 14”W X 5’8”H AND ONE WINDOW AT 3’W X 5’8”H

OFFICE TWO WINDOWS AT 14”W X 5’8”H AND ONE WINDOW AT 3’W X 5’8”H106

OFFICE TWO WINDOWS AT 14”W X 5’8”H AND ONE WINDOW AT 3’W X 5’8”H109

OFFICE 107 ONE WINDOW AT 14”W X 5’8”H, ONE WINDOW AT 3’W X 5’8”H, AND ONE WINDOW AT 4’W X 5’8”H. 

OFFICE TWO WINDOWS AT 14”W X 5’8”H AND ONE WINDOW AT 3’W X 5’8”H

OFFICE TWO WINDOWS AT 14”W X 5’8”H AND ONE WINDOW AT 3’W X 5’8”H

OFFICE TWO WINDOWS AT 14”W X 5’8”H AND ONE WINDOW AT 3’W X 5’8”H

OFFICE TWO WINDOWS AT 14”W X 5’8”H AND ONE WINDOW AT 3’W X 5’8”H

116

117

118

119

OFFICE

OFFICE

OFFICE

110

114

111

ONE WINDOW AT 5’8”W X 5’8”H AND TWO WINDOWS AT 14”W X 5’8”H.

TWO EXTERIOR BAY WINDOWS WITH ONE SECTION AT 4’-8”W X 5’-6”H AND TWO SECTIONS AT 2’-2”W.

ONE WINDOW AT 8’6”W X 5’8”H AND TWO WINDOWS AT 14”W X 5’8”H. 
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ROOM FINISH SCHEDULE - BASE BID

ROOM # ROOM NAME FLOOR BASE CEILING

WALLS CASEWORK

REMARKSNORTH EAST SOUTH WEST CABINET COUNTER

ELEV1 CPT1 - - - - - - - -

ST1 CPT1 - P4 P1 P1 P1 P1 - - 3

ST2 LVT1 - P4 P1 P1 P1 P1 - - 4

001 STAIR CPT3 WB1 P4/APC1 P1 P1 P1 P1 - - 3

002 RR PT1 - APC1 PT2 PT3 PT3 PT3 - -

003 JANITOR LVT1 VB1 APC1 P1/ FRP P1 P1 P1/ FRP - - FULL HEIGHT FRP AT MOP SINK

004 WOMEN PT1 - APC1 PT3 PT2/PT3 PT3 PT3 - - 5

004A LACTATION CPT2 VB1 APC1 P1 P1 P1 P3 - SSM1

005 MEN PT1 - APC1 PT3 PT2/PT3 PT3 PT3 - - 5

006A STORAGE SC1 VB1 P4 P1 P1 P1 P1 - -

008 HALL CPT3 VB1 APC1 P1 P1 P1 P1 - - *FRP1 4'W X 4'H AT MOP SINK

009B HALL CPT3 VB1 APC1 P1 P1 P1 P1 - -

009C HALL CPT3 VB1 APC1 P1 P1 P1 P1 - -

010 MECH SC1 VB1 - P1 P1 P1 P1 - -

012 DATA SC1 VB1 - P1 P1 P1 P1 - -

013 PRINTING CPT2 VB1 APC1 P2 P1 P1 P1 PLAM1 PLAM2

016 STORAGE LVT1 VB1 APC1 P5 P5 P1 P1 - -

017 WORK ROOM LVT1 VB1 APC1 P1 P1 P1 P1 PLAM1 PLAM2

018 HALL CPT3 VB1 APC1 P1 P1 - P1 - -

019 OFFICE CPT2 VB1 APC1 P1 P1 P1 P1

020 STORAGE SC1 VB1 APC1 P1 P1 P1 P1 - -

022 OFFICE CPT2 VB1 APC1 P1 P1 P1 P1 1

022A MEETING CPT2 WB1 APC1 P1/P3 P1/P3 P1/P3 P1/P3 - - 5

022B STOR CPT2 VB1 APC1 P1 P1 P1 P1 - -

022C STORAGE
ALCOVE

CPT2 WB1 APC1 P1 P1 P1 P1 - -

023 STORAGE CPT3 VB1 P4 P1 P1 P1 P1 - -

026 BREAK CPT3 WB1 APC1 P1 P1 P1 P1 PLAM1 SSM1

027 STORAGE CPT3 VB1 APC1 P1 P1 P1 P1 - -

028 HALL CPT3 VB1 APC1 P1 P1 P1 P1 - -

029 ELEVATOR
ROOM

- - - - - - - - -

032 OFFICE CPT2 VB1 APC1 P1 P1 P1 P1 1

033 BREAK LVT1 VB1 APC1 P1 P1 P1 P1

034 OPEN OFFICE LVT1 VB1 APC1 P1 P1 P1 P1 PLAM2

101 LOBBY PT1 WB1 EXIST/ P4 P1/PT4 P1/PT4 P1/PT4 P1 - QTZ1 SEE ELEVATIONS FOR DESK FRONTS, 5

101A VEST WCPT1 WB1 P4 P1 P1 P1 P1 - -

101B VEST WCPT1 WB1 P4 P1 P1 P1 P1 - -

102 OPEN OFFICE CPT1 - EXIST/ P4 - P1 P1 P1 - QTZ1

102A HALL CPT2 EXISTING P4 - P1 P1 P1 - -

102B HALL CPT2 EXISITING P4 P1 P1 - P1 - -

102C HALL CPT2 EXISTING P4 - P1 P1 P1 - -

103 OFFICE CPT2 WB1 P4 P1 P1 P1 P2 - - 1

104 OFFICE CPT2 WB1 P4 P1 P1 P1 P2 - - 1

105 OFFICE CPT2 WB1 P4 P1 P1 P1 P2 - - 1

106 OFFICE CPT2 WB1 P4 P1 P1 P1 P2 - - 1

107 MEETING CPT2 WB1 P4 P1 P1 P1 P2 - - 2

108 OFFICE CPT2 WB1 P4 P1 P1 P1 P1 - - 1

109 OFFICE CPT2 WB1 P4 P1 P1 P1 P1 - - 1

110 OFFICE CPT2 WB1 P4 P1 P1 P1 P1 - - 1

111 OFFICE CPT2 WB1 P4 P1 P1 P1 P1 - - 1

112 RR PT1 - P4 PT3 PT2 PT3 PT3 - -

113 ALCOVE PT1 WB1 P4 P1 P1 P1 P1 PLAM1 SSM1

114 OFFICE CPT2 WB1 P4 P1 P1 P1 P2 - - 1

115 STAIR LVT1 VB1 P4 P1 P1 P1 P1 - - 4

116 OFFICE CPT2 WB1 P4 P1 P2 P1 P1 PLAM1 PLAM4 1

117 OFFICE CPT2 WB1 P4 P1 P2 P1 P1 - - 1

118 OFFICE CPT2 WB1 P4 P1 P2 P1 P1 - - 1

119 MEETING CPT2 WB1 P4 P1 P2 P1 P1 - - 2

120 OPEN OFFICE CPT2 WB1 APC1 P1 P1 P1 P1 PLAM1 QTZ1 1 (EXTERIOR WINDOWS ONLY)

121 WORK CPT2 WB1 P4 P1 P1 P1 P1 PLAM1 PLAM2

122 OFFICE CPT2 WB1 P4 P1 P1 P2 P1 - - 1

123 OFFICE CPT2 WB1 P4 P1 P1 P2 P1 - - 1

124 OFFICE CPT2 WB1 P4 P1 P1 P2 P1 - - 1

125 STAIR PT1 WB1 P4 P1 P1 P1 P1 - -

130 STOR SALVAGED VB1 P1 P1 P1 P1 P1 - - INSTALL SALVAGED EXISTING CARPET

FINISH KEY
CODE DESCRIPTION MANUFACTURER PATTERN COLOR NUMBERS COMMENTS

SC1 SEALED CONCRETE REFERENCE SPECIFICATIONS CLEAR

RS1 MANUAL ROLLER SHADES HUNTER DOUGLAS ROLLER SHADES FR - LIGHT BLOCKING TBD

FRP FIBERGLASS REINFORCED PANELS WHITE FULL HEIGHT

B1 WINDOW BLINDS HUNTER DOUGLAS DUETTE FR HONEYCOMB SHADES - SEMI OPAQUE TBD

B2 WINDOW BLINDS HUNTER DOUGLAS DUETTE FR HONEYCOMB SHADES - OPAQUE TBD

S1 SIGNAGE INPRO SIGNSCAPE BOSTON TBD

PT1 PORCELAIN TILE 12X24 FLORIDA TILE DIVINITY HORIZON INSTALL IN HORIZONTAL STAGGERED PATTERN

PTB1 PORCELAIN TILE BASE FLORIDA TILE DIVINITY DAWN 4" CUT TILE PIECE WITH SCHLUTER JOLLY TRIM

PT2 PORCELAIN TILE LINEAR MOSAIC FLORIDA TILE DIVINITY DAWN INSTALL HORIZONTALLY

PT3 PORCELAIN TILE WALLS 12X24 FLORIDA TILE DIVINITY DAWN INSTALL IN HORIZONTAL STAGGERED PATTERN

PT4 PORCEALIN TILE DESK FRONTS IRIS MAX FINE ONICE GRIGIO LARGE FORMAT TILE, SIZED TO REDUCE WASTE, NO SEAMS PER INSET

CPT1 CARPET TILE MANNINGTON HAZE RAVINE OPEN OFFICE & CHAMBER

CPT2 CARPET TILE MANNINGTON COAST VISTA PRIVATE OFFICES

CPT3 CARPET TILE MANNINGTON DRIFT VISTA CIRCULATION

WCPT1 WALK OFF CARPET TILE MANNINGTON FRIXTION, FORCE VECTOR -

LVT1 LUXURY VINYL TILE 12X18 MANNINGTON SPACIA STONE LINEAR STONE SHALE

VSN1 VINYL STAIR NOSING FOR CARPET JOHNSONITE REFERENCE SPECIFICATIONS TO MATCH VINYL BASE - -

VSN2 VINYL STAIR NOSING FOR LVT JOHNSONITE REFERENCE SPECIFICATIONS TO MATCH VINYL BASE - -

VB1 VINYL BASE JOHNSONITE 4" TRADITIONAL COVED VINYL BASE PEBBLE

WB1 WOOD BASE REFERENCE SPECIFICATIONS TO MATCH EXISTING IN PROFILE TBD

WD1 WOOD REFERENCE SPECIFICATIONS - STAINED TO MATCH EXISTING

WD2 WOOD REFERENCE SPECIFICATIONS - STAINED TO MATCH PLAM1

P1 PAINT - MAIN NEUTRAL SHERWIN WILLIAMS - NEUTRAL GROUND

P2 PAINT - ACCENT SHERWIN WILLIAMS - STUDIO BLUE GREEN ACCENT COLOR IN OFFICES

P3 PAINT - ACCENT SHERWIN WILLIAMS - TEMPE STAR

P4 PAINT - CEILINGS SHERWIN WILLIAMS - ALABASTER -

P5 PAINT - ACCENT SHERWIN WILLIAMS - STUDIO TAUPE

VWC1 VINYL WALL COVERING MOMENTUM WANDERLUST TBD - PRELIMINARY SELECTION IS SPARROW, FINAL APPROVAL NEEDED

APC1 ACOUSTICAL CEILING PLANELS 24"X24" ARMSTRONG ULTIMA HIGH NRC, BEVELED TEGULAR WHITE

WPC1 WOOD PANEL CEILING ARMSTRONG WOOD WORKS TEGULAR PANELS LIGHT CHERRY CHAMBERS CEILING ACCENT

PLAM1 PLASTIC LAMINATE WILSONART - SHAKER CHERRY CASEWORK

PLAM2 PLASTIC LAMINATE WILSONART - NATURAL COTTON COUNTERTOPS

PLAM3 PLASTIC LAMINATE WILSONART - SHADOW NOT USED

PLAM4 PLASTIC LAMINATE TBD - TBD - TO MATCH LAMINATE ON FURNITURE WORKSURFACE

QTZ1 QUARTZ COUNTERTOP VIATERA - SOPRANO COUNTERTOPS

SSM1 SOLID SURFACE MATERIAL CORIAN - ARTISTA CANVAS COUNTERTOPS

SIGNAGE

SIGN TYPE 3: REGULATORY PANEL SIGNAGE, BASIS OF DESIGN, INPRO, BOSTON.

REFERENCE SPECIFICATIONS FOR LOCATIONS, 101423.23

ROOM FINISH SCHEDULE - ADDITION

ROOM # ROOM NAME FLOOR BASE CEILING

WALLS CASEWORK

REMARKSNORTH EAST SOUTH WEST CABINET COUNTER

151 LOBBY WCPT1 WB1 APC1 PT4/P1 PT4/P1 PT4/P1 PT4/P1 - - 5

152 IT CONTROL CPT3 VB1 APC1 P1 P1 P1 P1 - PLAM2

153 MEETING CPT1 WB1 WPC1/APC1 WD2/VWC1 WD2/VWC1 WD2/VWC1 WD2/VWC1 - - 5, 6

154 MEETING CPT1 WB1 APC1 WD2/VWC1 WD2/VWC1 WD2/VWC1 WD2/VWC1 - - 5, 6

155 STORAGE SC1 VB1 P4 P1 P1 P1 P1 - -

156 HALL CPT3 WB1 APC1 P1 P1 P1 P1 - -

157 HALL CPT3 WB1 APC1 P1 P1 P1 P1 - -

158 HALL CPT3 WB1 APC1 P1 P1 P1 P1 - -

159 MECH/ELEC SC1 VB1 P4 P1 P1 P1 P1 - -

160 JAN SC1 VB1 P4 P1 P1/ FRP1* P1/ FRP1* P1 *INCLUDE FRP1 4'H X 4'W AT MOP SINK

161 HALL CPT3 WB1 APC1 P1/P3 P1 P1 P1 PLAM1 SSM1 5

162 WOMEN PT1 - APC1 PT3 PT2 PT3 PT3 - -

163 MEN PT1 - APC1 PT3 PT3 PT3 PT2 - -

ROOM FINISH SCHEDULE - ALT #1

ROOM # ROOM NAME FLOOR BASE CEILING

WALLS CASEWORK

REMARKSNORTH EAST SOUTH WEST CABINET COUNTER

131 STOR SC1 - - P1 P1 P1 P1 - - -
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